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ENGINE DESCRIPTION
MANUFACTURER Lflomive mooeL 2= 5 Co-# yM
SERIAL NUMBER £ 323510 - 364 DATE OF MANUFACTURE
RATED BHP / 9‘ O RPM :2 7 0O MANIFOLD PRESSURE
FUEL REQUIRED OCTANE/PERFORMANCE _/Q&A L.

REGISTERED OWNER

STREET & NO.

CITY, STATE, ZiP

REGISTERED OWNER

STREET & NO,

CITY, STATE, ZIP

L pféfpf-f/fﬂi Sancid il 76 EMESKE-0 ~60

SMi (Ao 55K




DATE TOTAL HOURS DATE [ TOTALHOURS
ABFLANE | CLucATiON INSTALLED AT INSTALLATION REMOVED AT REMOVAL
L 2994 | A7, & -R9-06 |7t smoy =0~

ACENCY
CERT. NO.

——




AON OR MAINTENANCE PERFORMED

N# N2084X  Model: Lycoming 0-360-A4M Serial’ L-32510-36A/GENCY & CERTIFICATE NO. i n 4
Date: 07-01-2006 Tach: 1041, 0 Total - unk SMOH: -0- _

This en enginé o/h per manufactures service manual and all ad notes and sb ow -

this date. All non ferrus parts inspected with dye penetrant test &€ , All steel \ / j
parts inspected by magnaflux process by 4k S4<¢ S<@v.< Crank brg. size,

mains 7y rods$ry . Runout 4=« Crank gear bolt_ees \ /

| Camshaftarc/sge Cam followers ~cw . Hyd units 422+ . Rod
bushing4<« . Rod boltsa-ga . Rod nuts_ecie Pistons_fusewren 570

Ringswee~ . Cylinders clmeme | steel bySascasat  Rocker shaft !
recond. CA¢w#2. Valve springs.£:5e_. Guides_e=a- . Valves int. / S / \\
§ e.zco Ol pumpZEiEs vac. OM gasket set sueduas Spark S pd \
§ plugssicey  Hamessausee Rt mag ivsr v ofyudaleft mag /osey e Lise) re <
2 Impulse coupling L Carb Az ac pump_sé«¥ _ Fuel ¥ /
| M Qil pres springecus . Inj. servo_x24 . Alt/gen belt_gezer &
4 Eng type Jééaue an Tastnmengm rnaatsmigq:ecs - Sy
L z_ o A“ ”““’ yCBed  N# N2094X  Model: Lycoming 0-360-A4M " Serial. L-32510-36A _
| fuld Lainly w A’ Date: 07-01-2006 Tach:1041.0  Total:unk  SMOH 0-
ny ﬁb#ﬁ%/ﬂ/\ Aol GEVWDOn TT Lk . SMOH ~o— 10t]hwrnspednnmmplatedm+sdateper -
[ - ﬁ"‘?" 2"‘"“"" mfg. service manual. ﬁllmmammcfwwsdate an and insp. for

leaks & cracks &  Hot diff. cyl. test 150, 2-55 3424 e BRCAN—
ir ﬁlter . Oil filter / N4 sl
W&%ﬂ carb bowd & clean all screens_£7«. Plugs clean and
Agts- . Mag timi ~Mag E gap 2. Impulse coupling R
due .54/ fo 0. Vac. pump muphng_m Starter bruguee~Alt/@8n bru £« A it
IGen belt/biklash . Prop dress ¢z . Prop gov 4274 . Induction leak -
.0l uel inj. servo , lines,nozzles cleaned 444 Ol
due/0ee.L Retum to service. Additional work” ———_—

Afpf&fam,{fz €t K
_ P f’rb’f

'Mm

) CERTIFY THA

——




DATE TOTAL INSPECTION OR MAINTENANCE PERFORMED
TIME AGENCY & CERTIFICATE NO.

B5-06 |7Rcet fo¥94 %Z:;i 'ﬁéém bkl ol ik bk o e —
% MCHWM_M&%@%L_ _
| i s Kl O Cguen. AP I v88%7 |

for
en

— el

— N# N2994X  Model Lyc. 0-360-AdM Serial L-32510-36A
Date: 12-10-2006 Tach: 1056.4 Total - unknown SMOH: 15.4 S

—— Prop TT /i . STOH_— . 100 hour inspection completed this date per

____ mfg. service manual. All A‘lyn{aﬂ and sb c/w this date. Clean and insp. for i
leaks & cracks & baffles. &/#8 . Hot diff. cyl. m‘fag.a.g.a —
- Engcontrolsi/zk . Ar flerz 4. O fter ] semdan el 27, |
type @m0 Biain carb bowi & clean all screensafamd Plugs clean and s

tif
o

—— gap.gees. Mag timing A$*  Mag E gap ¢ Impulse couphng
dus/8S4/. 0 . \Vac. pump mplingﬁ. Starter bru L/»_ﬁ Alt/@®n bru ﬁ Alt

= iGen belt/bklash .azd. . Prop dresse#heseProp gov_4.. Inducton leak

___ teste/e. Oil Lks.asFuel inj. servo , lines nozzles cleaned #/4_ Oil n
duel@94:0 Return to service. Additional work™ ¥ ﬁw
T @ /5 -#_;‘-M ' Vi gpianlile ﬂgj;

SMT TaMT YHTRIO |

i | CERTIFY THAT THIS__ &V 6-(VE
_— HAS BEEM INSPECTED IN ACCORDAMCE
— WITH_7#8 HR INSPECTION AND WAS

DETERMINED TO BE IN

AIRWORTHY CONDITIO!
o |L-10-0C Mﬁ g""'
RONALD €, COOPER
M AP 376480317 IA
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TOTAL INSPECTION OR MAINTENANCE PERFORMED
DATE TIME AGENCY & CERTIFICATE NO. e

February 1 2008

N2994X Ser# 17700394 Hobbs Tachl132.88 T.T. 3021.88

Lycoming 0-360A4M S/N L-32510-36A T.T. unknown S.M.O.H 91.88 R———

Performed annual inspection [AW Current Cessna and Lycoming service data and checklist and FAR 43
appendix D. Drained engine oil and replaced w/ Aeroshell 80W plus oil, removed and inspected oil screens
no defects noted, removed and replaced oil filter and checked for metal, none found Performed
compression test with the following results, 1) 79/80 2)78/80 3)78/80 4) 78/80 Removed both mags,
inspected, cleaned, and re-gapped points, reset mag/eng timing Cleaned, re-gapped, and rotated plugs.
Changed air filter element PN BA6507 Repaired small leak at filler area through bolt. C/W Ads per list in
records. No other A.D.’s apply at this time.

I certify that this engine was inspected in accordance with an annual inspection and determined to be in
airworthy condition. =
(‘-./.r_-—g:_._--"' -"_,f"‘-r.j}é_:_-_-__,._.r_-“.-'
David G. Cobb ABP 2680270 '




DATF

TOTAL INSPECTION OR MAINTENANCE PERFORMED

TIME ACENCY & CERTIFICATE NO.
AIRCRAFT: . C-177BA N 2994X
DATE:. 12-3-2008 . .TACK TIME:. 1202.74

REMOVE PROPELLER INSTALL NEW LW-1197 CRANKSHATFT

SEAL. PROP REINSTALL, TORQUED AND SAFTEY.

INSTALL 8 NEW REM 38E SPARK PLUGS. RMOVE MAG'S
REPLACE GASKET AND RE-TIMED MAG’S TO ENGINE

WITH 100 DROP PER SIDE. RETORQUE CYL BASE NUTS.

RE-TIGHTENING OIL RITURN HOSE ON RIGHT SIDE OF

ENGINE. INSTALL NEW TACK DRIVE CABLE.
ADJUSTMENT MADE TO LEAN CARB ON GROUND RUN.

ENGINE WASHED AND GROUND RAN AND CHECK

'FOR LE NON-FOUND AT THIS TIME.

258969139 A/P

i i
)2/19/og
I




ENGINE: N 2994X
DATE: FEB. 10, 2009
TACK TIME: 23.1 SMOH: _ 185.36 =

100 HOUR INSPECTION COMPLETED IVA/W GUIDE THAT MEETS «
THE REQUIREMENTS OF THE FAR 43 & 91.409. "
REMOVE TOP AND BOTTOM COWLINGS. PERFORMED COMPRESSION

CHECK # 1-76/80, #2-78/80, #3-76/80, #4-78/80. DRAIN OIL FILLED WITH AERO SHELL -
ISW/S0WT. AND NEW CH48110-1 OIL FILTER INSTALL AND SAFTEY. FLUSHLCD UEL

SYSTEM. SPARK PLUGS REMOVED CLEANED, TESTED AND ROTATED. EXHAUST SYSTEM
CHECK FOR LEAKS AND CRACKS. NEW BRACKET AIR FILTER ELEMENT INSTALLED BA- -
5705 MAG'S CHECKED FOR LEAKS NON-FOUND. INSTALL 30" OF 3" SCAT HOSE. ENGINE
MOUNT CHECKED FOR CRACKS AND ENGINE SHOCK MOUNTS CHECKED FOR WEAR.
INSTALL NEW JPI FUEL FLOW TRANSDUCER ( STC SA00432SE WITH JPI FS-450 FLOW =

INDICATING PER STC-SA00861SE.)
AD’ CKED THRU BY WEEKLY 2009-03

969139 A/P  ALLEN AERO SERVICE, INC.

SILILE D seub oate: S, /10, S
JEFFERSON, GA. 30549 = < it A

ICERTIFYT‘][&TT}I]SASBE —
ACCORDANCE WITH ANNUAL TNE iON wnﬁ ERGIED I

GUIDE THAT MEET FAR 43 & 91 409 ( A ¥ 1) AND WAS DETERMINED TO

N- m&%@?gfm SERIAL # [T Too394

TACK TIME : 22 | ,méf‘(&&’éf )B5.36 ,

e
- —
—_———
e

58969139 VA




DATE
e

i

Performed annual inspection IA
appendix D. Checked and dressed blades. Installed Propel

N2994X Ser# 17700394 Hobbs0841.1
Lycoming 0-360A4M S/N L-32510-36A
Sensinich Mode! 76EM885-0-60 Ser# 14055K

March 5, 2010

N2994X Ser# 17700394 Hobbs0841.1 TachO111.1 T.T.3105.16
Lycoming 0-360A4M S/N L-32510-36A T.T. unknown S.M.0.H 273.36
Sensinich Model 76EM8S5-0-60 Ser# 14055K

Performed annual inspection AW Current Cessna and Lycoming service data and checklist and FAR 43
appendix D. Drained engine oil and replaced w/ Aeroshell 100W oil, removed and inspected oil screens no
defects noted, removed and replaced oil filter w/ new AA48110 and checked for metal, none found

Performed compression test with the following results, 1) 79/80 2)78/80 3)78/80 4) 78/80 Checked

mag/eng timing Cleaned, re-gapped, and rotated plugs. Changed air filter element PN BAS705. C/W Ads
per TData list in records. No other A.D."s apply at this time.

I certify that this engine was inspected in accordance with an annual inspection and determined to be in

airworthy condition. 5 .
David G. A&P 2680270 VA

——“u-'__—.

1

R e R

March 5, 2010
TachO111.1 T.T. 3105.16

T.T. unknown S.M.OH 273.36

nsinich service data and checklist and FAR 43

W CurrentCessna and Se
ler Vortelator kit IAW Aircraft Development

STC SP01222WI No defects noted

fy that this propeller was inspected in accordance with an annual inspection and was determined to be

1 certi i
— inairworthy condition. Q/ J W

David G. Cobb A&P 2680270 VA



INSPECTION OR MAINTENANCE PERFORMED / »

DATE I}?L'EL AGENCY & CERTIFICATE NO. = Hf e
e S T T - . ¥ L C o k] =
‘?/H’ /O |Fus4t (66:0 |ORanEd )¢ 3 CHANGeD T ILTER /fi'rpt.Am o AsIbow/  WVets.

March 24, 2011 S — — Sttt = — = i e
N2994X Ser# 17700394 Hobbs0958.5 Tach0215.3 T.T.3209.36
Lycoming 0-360A4M  S/N L-32510-36A T.T. unknown SM.O.H 377.56

Sensinich Model 76EM8S85-0-60 Ser# 14055K

Performed annual inspection IAW Current Cessna and Lycoming service data and checklist and FAR 43
appendix D. Drained engine oil and replaced w/ Aeroshell 100W oil, removed and inspected oil screens no
defects noted, removed and replaced oil filter w/ new AA48110 and checked for metal, none found
Performed compression test with the following results, 1) 78/80 2)75/80 3)77/80 4) 79/80 Checked

mag/eng timing Cleaned, re-gapped, and rotated plugs. Changed air filter element PN BA5705. C/W Ads
per TData list in records. No other A.D.’s apply at this time.

lmﬂfytlmthismginemwmmmmmm{mmddﬂmincdmbem

airworthy condition. e 10
David G. Cobb A&P 2680270 I/A




DATE | IAE | INSPECTION OR MAINTENANCE PERFORMED
March 24} 2011 T _ AGENCY & CERTIFICATE NO,
N2094X Ser# 17700394 Hobbs0958.5 Tach0215.3 T.T. 3209.36
Lycoming 0-360A4M  S/N L-32510-36A T.T. unknown S.M.OH 377.56

Sensinich Model 76EM8S5-0-60 Ser# 14055K

LU

Performed annual inspection IAW CurrentCessna and Sensinich service data and checklist and FAR 43
appendix D. Checked and dressed blades. Installed Propeller Vortelator kit [AW Aircraft Development

STC SP01222WI No defects noted
I certify that this propeller was inspected in accordance with an annual inspection and was determined to be

in airworthy condition. / .
e il & '%’-

|

] o David G. Cobb A&P 2680270 IA
1 *‘E:';_-T. | - - &=
— April 4, 2012 . : )
| N2994X Ser# 17700394  Hobbs1054.4 Tach00305.0 T.T. 3299.06
Lycoming 0-360A4M S/N L-32510-36A T.T. unknown S.M.O.H 467.26

| Sensinich Model 76EM8S5-0-60 Ser# 14055K

— Performed annual inspection IAW Current FAR 43 appendix D. Checked and dressed blades. Installed
[y H ~ e ¥ o []

LT

Batenced ViofPelior us i M v de . .. 75 fé;"/”’i ";ﬁ%?
1 certify that this propeller was inspected in accordance with an annual inspection and was determined

| in airworthy condition. éza;—-'"?-f’::? : =

David G. Cobb A&P 2680270 A

|




TOTAL INSPECTION OR MAINTENANCE PERFORMED i
TIME AGENCY & CERTIFICATE NO.

April 4, 2012
N2994X Ser# 17700394 Hobbs1054.4 Tach00305.0 T.T. 3299.06

Lycoming 0-360A4M  S/N L-32510-36A T.T. unknown S.M.O.H 467.26
Sensinich Model 76EM8S5-0-60 Ser# 14055K

~ Performed annual inspection IAW Current Cessna and Lycoming service data and checklist and FAR 43
BeREY NoR D rRIRG P A 2 80Sr 6! Hied W AeteRalld POV aRl rtpRe o hdpin 7iRd paliigecns me -
Performed compression test with the following resuits, 1) 78/80 2)79/80 3)77/80 4) 77/80 Performed 500hr
inspection on mags replaced points w/ m3081 kit on both retimedand checked Cleaned, re-gapped, and
rotated plugs. Changed air filter element PN BA5S705. C/W Ads per TData list in records. No other A.D.’s
apply at this time.

imwmmmmmwmmmw?ﬂmmummmbcm

airworthy condition. ;
T h.dﬁ? %

David G. Cobb A&P 2680270 /A

e T e T




PERFORMED e
T RSPECTON O FNIEARCE ErOMED _ :
N2994X Engine Mfg: Lycoming  Model: 0-360-A4M  S/N: L-32510-36A ;'__
Tach.Time: 0328.5 Hrs. Engine Repair Date: 30 Oct 2012 .
Total Time: 3322.56 Hrs. 490.7 SOH Date of O/Haul: 1 Jul 2006 |

Install overhauled magnetos: Slick 4370 S/N: 05031420 and Slick 4371 S/N: 91080569, Magnetos repaired by Ronald C Cooper,
A&P 3508760 A, Install new Tempest REM38E spark plugs on all cylinders.

Replace exhaust valve guides (P/N: SL74230) on #2 and #4 cylinders due to valves sticking. Clean cylinders, valves, and pistons
by bead blasting. Reinstall with new gaskets on cylinders, replace vil filter CH48110-1 with new filter and 7 quarts of Aero Shell
80 Mineral oil with Cam Guard. Ground OPS check engine - Oil pressure, mag drop, and Idle and Max RPMs within Lycoming

specifications. ;
James B, Kiri:g:-_-_ ﬁf ﬁ’&‘l—\

A&P 1761726”

KIRK AIR BASE (T73), 1007 Kirk Air Base Rd., Lancaster. SC 29720
803-286-8800




- N2994X Engine Mfg: [.ycnnung Model: O-360-A4M  S/N: L-32510-36A

Tach.Time: 0356.1 Hrs. ANNUAL INSPE N Date: 1 May 2013
Total Time: Unknown Hrs. 518.3 hrs. SOH Date of Ohaul: 1 Jul 2006

DATE TOTAL INSPECTION OR MAINTENANCE PERFORMED
"IIME AGENCY & CERTIFICATE NO.
= ——— == —

Remove cowling inspest for fusl/ oil leaks, Inspest oil filter - no metal, Install new AA4E110-1 0il filter, COmMPression 1cst
#1 cyl - 79/80, #2 - 78/80, #3 - 75/80, #4 - 79/80, Check and clean fuel strainer. incpect spark plugs. Inspect mtlm:nv_
Inspect and lubricate engine controls, [nspect muffler, Inspect engine mount, Inspect pressure cowling, Replace engine air filter
(BA-3705), Change oil (8 qts.) Aero Shell 100W, rcinstall cowling. Perform engine runup: Rpm - Idle. max. and idle mixture
within specs., oil pressure, magncto drop and engine operation - normal.

AD96-09-10 Oil pumps - Pump kit (05K 19423-S) Lycoming MSB 524 installed 1 Jul 2006 by Ronald C. Cooper, IA 3764903} 7

AD2004-10-14 Prevent loosening / failure of crankshaft gear retaiing bolt - Comply with TCM MSB475Cat next ohaul

stoppage or propeller strike.
Y N
A&EP 1761

I certify that this engine has been inspected in accordance with an annual inspection and was determined to be in airworthy

condition at that time, "
James B. Kirk L é &&& s

1A 1761726
KIRK AIR BASE (T73), 1007 Kirk Air Base Rd., Lancaster, SC 29720

803-286-8800

-
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TOTAL INSPECTION OR MAINTENANCE PERFORMED

TIME AGENCY & CERTIFICATE NO.

N2994X  Engine Mfg: Lycoming  Model: O-360-A4M  S/N: L-32510-36A

ASOG S TT 2w T da = —S— - mdme VI A e AT A

Total Time: Unknown Hrs,  552.5 hrs, SO Date of Ohaul: 1 Jul 2000

Remove and replace #2 cylinder due 1o stuck exhaust valve. Cylinder repaired by Triad Aviation Inc.. Burlington, NC.
ll::-l_uﬂnnﬂ lefi magneto due to rough erratic firing. Magneto repaired by Quality Aircraft Accessories,

m
James B. Kirk L:Jﬂ &2& A
A 1761726

' AIR BASE (T73), 1007 Kirk Air Base Rd., Lancaster, SC 29720




TOTAL
OTA INSPECTION OR MAINTENANCE PERFOR
IA AGENCY & CERTIFICATE NO. M

—_— —
= - —

N2994}?( Engine Mfg: Lycoming  Model: O-360-A4M  S/N: L-32510-36A
Tach.Time; 0401.6 Hrs. ANNUAL INSPECTION Date: 20 Jun 2014
Total Time: Unknown Hrs. 563.8 hrs. SOH Date of Ohaul: 1 Jul 2006

Remove cowling inspect for fuel/ oil leaks, Inspect oil filter - no metal, Install new AA48110-1 oil filter, Compression Test:
#1 cyl - 79/80, #2 - 78/80, #3 - 76/80, #4 - 79/80, Check and clean fuel strainer, inspect spark plugs, Inspect magneto timing,
Inspect and lubricate engine controls, Inspect muffler, Inspect engine mount, Inspect pressure cowling, Replace engine air filter
(BA-5705), Change oil (8 gts.) Aero Shell 100W, reinstall cowling. Perform engine runup: Rpm - Idle, max. and idie mixture
within specs., oil pressure, magneto drop and engine operation - normal.

AD96-09-10 Oil pumps - Pump kit (05K19423-S) Lycoming MSB 524 installed 1 Jul 2006 by Ronald C. Cooper. IA 376490317
AD2004-10-14 Prevent loosening / failure of crankshaft gear retaining bolt - Comply with Lyc. MSB475 at next ohaul, or sudden

stoppage or after a propeller strike.
James B. Kirk tfa_ b &:Jﬁ-

A&P namg

I certify that this engine has been inspected in accordance with an annual inspection and was determined to be in airworthy
condition at that time, O
James B. Kirk
IA1761726 /
KIRK AIR BASE (T73). 1007 Kirk Air Base Rd., Lancaster, SC 29720

R0O3-286-8R00 |




DATE

I—-.-.—.
t—

TOTAL INSPECTION OR MAINTENANCE PERFORMED

TIME AGENCY & CERTIFICATE NO.

N2994X Engine Mfg: Lycoming  Model: O-360-A4M  S/N: L-32510-36A

Tach.Time: 0432.4 Hrs. ANNUAL INSPECTION Date: 12 Jun 2015
Total Time: Unknown Hrs. 594.6 hrs. SOH Date of Ohaul: 1 Jul 2006

Remove cowling inspect for fuel/ oil leaks, Inspect oil filter - no metal, Install new AA48110-1 oil filter, Compression Test:

#1 cyl - TB/BO0, #2 - T9/80, #3 - 76/80, #4 - T8/80, Check and clean fuel strainer - replace strainer o-rings (MS$29513-111 and
M529513-138), Replace engine ring gear (SL72566). Replace Sky-Tec starter (149-NL- S/M: FN-420816), Inspect spark plugs,
Inspect magneto timing, Inspect and lubricate engine controls, Inspect muffler, Inspect engine mount, Inspect pressure cowling,
Replace engine air filter (BA-5705), Change oil (7 qts.) Aero Shell 100W Plus, Replace fuel hoses on engine due to condition and
age (1 ea. 15600003-6D-0140, 1 ¢a. 156001-6D-0090, 156001-8D-0282). Replace oil return hoses on #1 and #3 cylinders
(5L-5TD-2180), rcinstall cowling. Perform engine runup: Rpm - Idle, max. and idle mixture within specs., oil pressure,

magneto drop and engine operation - normal. Cam Guard mixed with engine oil.

AD96-09-10 Oil pumps - Pump kit (05K19423-S) Lycoming MSB 524 installed 1 Jul 2006 by Ronald C. Cooper, 1A 376490317,
AD2004-10-14 Prevent loosening / failure of crankshaft gear retaining bolt - Comply with Lyc. MSB475 at next ohaul, or sudden

stoppage or after a propeller sinke.
James B. KirMﬂL
A&P 176172

[ certify that this engine has been inspected in accordance with an annual inspection and was determined to be in airworthy

condition at that time. ! i I
James B. Klrkw
1A 1761726

KIRK AIR BASE (T73). 1007 Kirk Air Base Rd., Lancaster. SC 29720
803-286-8800

=




TOTAL INSPECTION OR MAINTENANCE PERFORMED
TIME AGENCY & CE H‘TIFICA[E__NO-

August 1, 2016

N2994X Ser# 17700394 Hobbs1054.4 Tach00471.7 T.T. 3465.16
Lycoming 0-360A4M  S/N L-32510-36A T.T. unknown S.M.O.H 542,36
Sensinich Model 76EM8S5-0-60 Ser# 14055K

Performed annual inspection [AW Current Cessna and Lycoming service data and checklist and FAR 43
appendix D. Drained engine oil and replaced w/ Aeroshell 100W oil, removed and inspected oil screens no
defects noted, removed and replaced oil filter w/ new AA48110-2 and checked for metal, none found
Performed com ression test with the following results, 1) 78/80 2)77/80 3)76/80 4) 75/80 Cleaned, re-
gapped, and rotated plugs.Repaired left mag ground strap.| Changed air filter element PN BAS705. C/W
Ads per TData list in records. No other A.D.’s apply at this time.

1 certify that this engine was inspecied in accordance with an annual/100hr inspection and determined to be

in airworthy condition. @’ ; i ;

David G. Cobb A&P 2680270 I/A
August 1, 2016

N2994X Ser# 17700394 Hobbs105-4.4 Tach00471.7 T, 3465.5& )
Lycoming 0-360A4M  S/N L-32311-36A T.T. unknown S.M.O.H 542,3
Sensinich Model 76EM885-0-60 S-ri+ 14035K

Performed annual inspection IAW Current FAR 43 appendix D. Checked and dressed blades. Installed
Propeller Vortelator kit LAW Aircrait Development STC SPO1222WI No defects noted

e , I : ‘ wa
I certify that this propeller was inspected in accordance with j;l annual/100hr inspection and was
determined to be in airworthy condition. ;/: B y_ L %:ép;.‘-f

Dayid G. Cobb A&P 2680270 I/A

|



DATE TOTAL

one INSPECTION OR MAINTENANCE PERFORMED

AGENCY & CERTIFICATE NO.

October 17 2018

N2994X Sers 17700394  Hobbs1054.4 Tach00532.9 T.T. 3526.36
L.ycoming 0-360A4M S/N L-32510-36A T.T. unknown 5.M.0O.H 603.56
Sensinich Model TOEMBSS5-0-60 Ser# [4055K

Performed annual inspection AW Current Cessna and Lycoming service data and checklist and FAR 43
appendix D. Drained engine oil and replaced w/ Aeroshell 100W oil, removed and inspected oil screens no
defects noted. removed and replaced oil filter w/ new AA48110-2 and checked for metal. none found
Performed compression test with the following results. 1) 76/80 2)76/80 3)77/80 4) 74/80 Replaced plugs
w/ new UREMAOE plugs. Replaced oil drain tubes on 22&4 cylinders. Replaced oil pressure sender fitting
Serviced powerflow exhaust system. Changed air filter clement PN BAST05. C/W Ads per list in records,
No other A.D.'s apply at this time.

[ certify that this engine was inspected in accordance mm-itbﬂu annual/ 100hr inspection and determined to be

in airworthy condition. o
— ) ==

October 173018 Navid G. Cobb A&P 2680270 /A
Ezo-;m.x Serff 17700394  Hobbs 1054 4 NE——
yeoming 0-360A4M SN L-32510-36A T.T. unknow R
Sensinich Model 7T6FM8S5-0-60 Ser# 14055K ' o S.M.0.H 603.56

TachD03532.9

Performed annual inspection IAW Current FAR 43 a ix
) ppendix D. Checked and dressed blades.
Propeller Vortelator kit IAW Aircrafi Development STC SP01222W1 No defects noted e falied

| certify that this propeller was inspected in accordance with an annual/ 100hr inspection and was

determined to be in airworthy condition.
S

David G, Cobb A&P 2680270 1A

[



DATE TOTAL INSPECTION OR MAINTENANCE PERFORMED 1
TIME AGENCY & CERTIFICATE NO.

1 certify that this propeller was inspected in accordance with an annual/100hr inspection and was

determined to be in airworthy condition. s
N

David G. Cobb A&F 2680270 I'A

| January 21, 2020
N2994X Ser# 17700394 Hobbs1054.4 Tach00552.4 T.T.3545.56

| Lycoming 0-360A4M S/N 1.-32510-36A T.T. unknown S.M.O.H 623.06
Sensinich Model 76 EM8S55-0-60 Ser# 14055K

Performed annual inspection AW Current Cessna and Lycoming service data and checklist and FAR 43
appendix D. Drained engine oil and replaced w/ Aeroshell 100W oil. removed and inspected oil screens no
' defects noted, removed and replaced oil filter w/ new AA48110-2 and checked for metal, none found

| performed compression test with the following results. 1) 76/80 2)77/80 3)75/80 4) 75/80 Replaced oil
pressure sender fitting Serviced powerflow exhaust system. Changed air filter element PN BAS705. C/'W

i Ads per list in records. No other A.D.’s apply at this time.

I certify that this engine was inspected in accordance with an annual/100hr inspection and determined to be

— | in airworthy condition. g,rl M
Pt

avid G. Cobb A&P 2680270 /A

January 21, 2020

N2994X Ser# 17700394 Hobbs1054.4 Tach00552.4 T.T.3545.56

Lycoming 0-360A4M S/N L-32510-36A T.T. unknown S.M.O.H 623.06
| Sensinich Model 76EM855-0-60 Ser# 14055K




