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03-30-06
N468B0ON S/N 414A0070
TTAF: 9244.4, Hobbs: 1860.1

Clean aircraft, perform pre-inspection operational check. Change BA22 induction filters.
Inspect/lube and check tensions of flight control cables. Lube flaps and flap mechanisms, lube
gear and check through several retractions, C/W with gear blow down check satisfactory, service
hydraulics and nitrogen- next due 03-07. Clean fuel filters, check tanks for contamination-none

found.
ELT Battery due 06-06, ¢/w 91.207(d), next due 03-07.

A.D. 2005-18-20 (appliance) does not apply, no BFG “FAST, prop” deicers installed.

C/W AD 2001-01-16(b) by visual inspection, LH and RH exhaust system, lube slip joints and
wastegate w/ Corrosion X.

C/W AD 2004-21-05 by pressure decay test-satisfactory, next due @ heater Hobbs of 961.3 or
03-07.

C/W A.D.2004-25-16 by visual inspection of shut-off valve per Kelly Aerospace SL A-107-A next
due @ heater Hobbs of 961.3. A.D.s checked current- see tech log and engine log books for
complete list.

Operational and leak checks satisfactory.

I certify that this aircraft has been ins in accordance with an Annual/100 hour inspection
per Cessna 414 Maintenance Manual 4/and found to be in airworthy condition this date:

~

Duane r A&P 503880317 IA
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THE TRANSPONDER (8) IDENTIFIED BELOW HAVE BEEN

| CERTIFY THAT THE ALTIMETER (5), ALT, REPORTING AND
INSPECTEL AND MEET ALL REQUIREMENTS CONTAINED

STATIC SYSTEM TEST REQUIRED BY FAR PART 91,411 HAVE
IN FAR 91.413 AND FAR 43 APPENDIX F. BEEN PERFORMED. THE ALTIMETER (S) WERE TESTED TO
NO. I __&7x A NO.2 8 NO, 1 _3S 009 FEETONDATE _2-3C <&
SIN @'ﬁamﬂ Y _ SN . SN £ilopr _
ENCODER __—— _ SN — NO.7_Droco PEETONDATE 2 3¢ 0O&
INSPECTOR ' DATE_J -3¢ ¢ SN___ €« W ErES
WORK ORDER# &
INPECTOR___ 7 DATE 7 - %¢ v
RETESTDUE__J ©.% RETEST DUE_3 "<d”

MAINTENANCE RELEASE

THE AIRCRAFT AND/OR COMPONENT IDENTIFIED WAS REPAIRED AND INSPECTED IN ACCORDANCE WITH CURRENT
FEDERAL AVIATION REGULATIONS AND IS APPROVED FOR RETURN TO SERVICE,
DETAILS ON FILE AT THIS AGENCY

JOBNO_A/3O __ DATE_3-30 vt
SIGNED

ri-State Avionics
Rapid City, SD 57703
FAA CRSAVSXRIBIY
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MAJOR ALTERATIONS

T%0'L

Rewisiva iion

DATE

DESCRIFTION OF ALTERATION

L & D Aero Service, Inc. Chadron, NE

’ MABNON

Date:

Reg: N46BON Make: Cessna Model: 414A SN 474A0070

Hour Meter ;| 7370.7 Tolal Time: S284.4
5/22/06 CW AD 00-01-16 Inspection of LH and RH exhaust ams and mounts, (End)
8

i .'.|.-

Mittlaider AP 2120137

s
A

-

, Ine. Chadron, NE
Req: N4SBON Make: Cessna Model. 4744 SN: 41440070

Hour Mater © 19308 Total Time: 9294.4
Date: 7/29/08 Instaled props after OH Installed new bafferies in ELT, Tested and inspecfed AW

61.207¢ and found ok, New Expiration Date 7/08 y
ter Mittleider A&P 3120137 4

L & D Aero Service, [nc. R sD
| Reg. N4680N ' 1
Haur Meter: 2105.5 Total Time: 9469.4

Make Cessna Model 4144 SN: 414A0070
systems and mounts, lubee! joints

o T o T e [ T

; Data: 41067 CW AD 060-01-01 inspscton of LH and RH exhaus!
i and found ek, (End) :
| Mittfelder AGF 3120137
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LIFE LIMITED PARTS OR OVERHAUL REQUIREMENTS

AME OF PART SERIAL INSTALLATION | TIME ON PART LIFE LIMIT REMOVAL
PART MNUMBER NUMBER DATE/HOLURS | OR T.H.0O. DATE/HOURS
8/a3/0¢ | HoBBL | ENYWY S+ef
IN kv CoNvedi—&Teies]
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Ve's lon LeEF NG, plac S Rommg AP 501908275
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) = L £ D Aero Service, inc, Chadron, NE =
ke Reg N4BBON Make Cessna Model: 414A SN; 414A0070 j
Hour Meler: 2005.1 Total Time: 9389.4 i
¢ Date: 10/11/06 CW AD 00-01-01jnspection of LH and RH exhaust sysiems and mounis, fubed Jedieds |
i and found ok, {End) i ll
{ |!
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L & D Aero Service, inc. Chadron, NE '
Reg. N46BON Make Cessna Model 4144 SN: 414A0070

Hnl:u‘ Meter © 1920.1 Total Time; 8304.5

Date: 6/712/06 Replaced Flight Attitude Ind. SN 1084 with OH uni 1303 and tested ok.
' M——
Lester Mittieider A&P 3120737
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2301 University D,
Bldg 53
Bismarck. NL 58504

|_DATE

a @un: 05, 2007

A.D./BULL.
NUMBER

MFG. MODEL_ | §'N TSO___ 1 CYCIEs HOURMETER TOTAL TIME

Cessna 114A 1 14A-0070 21526

L]

Performed eddy current and visual inspection per Cessna Service Bulletin MEBOO-7
revision 2 to ¢/w AD 2005-12-13. No defects noted. Inspection due cach 100 hours.
See ETI wio 07-201.

Howard Bums, Jr. A&P 501908279 1A M——- ’é o T

I | I —— PO,

= = " L &D Aero ce, Inc. Rapid City, SD__

§5'—.

‘
g
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Reg: N468ON Make: Cessna Model: 414A SN: 41440070
Hour Meter : 2155.5 Total Time: 9538.9 & i s Tl
Date: 6/20/07 Checked controls, cable tensions, pulleys and lubed. Checked : deict
systems and installed patch on right if:g’aafddwmg mn;l !nspecfadcm Eng ;iiﬂg. g;gug ;u;:g: ﬂmﬂ
; on lefi wing. Checked and electrical systems.
E;z?nrguk Due in -‘Sgﬂﬂhrs, Tested ELT as per 91.207 d and found ok Exp. date 7/08. Jacked

| aircraft for retract, inspected landing gear, wheels and brakes. Replaced both main tires with tires form

ikerson tire. Packed wheel bearings and greased gear. Installed new brake linings on right main
ﬂﬁecmd L":aref maunting and installation. CW AD 00-01-16 part b of exhaust systems for boli
angines. CW 6 month fire extinguisher and found ok. Installed new air filters both engines. I cert:rg fha[;
this aircraft has been inspected IAW an anpual inspection IAW Cessna 414 Service manual an
L]

determined airworthy.

ester Mittleider IA 3120137 i
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AD./BULL.
NUMBER

ITEM DATE & HRS. METHOD OF TYPE OF A.D. NEXT COMP. AUTHORIZED SIGNATURE
et O | COMPLANCE  [YYIME/RECUN. “"E’““*'%
= L&D Aers Service, Inc. RaEfd Cl‘!l‘. 5D
Reg: N46GON Make: Cessna Model: 4144 SN: 41440070

Hour Meter: 2205.2 Total Time: 9569.7
Date: 82307 CW AD 00-01-01 [nspection of LH iﬁ?ﬁuﬂ systems and mounts, lubed joints

ALy

and found ok. (&

ter Mittleider ASP 3120137
1 sm | Z==== | [
UNIT
WO #3981 2301 University Dr.
Registration Bidg 53
Bismarck, ND 58504
DATE MEG., MODEL | SN TSO | CYCLES HOUR METER TOTAL TIME
September 29, 2007 Cessna 414A 414A0070 1360.2 22504 9634.7 -

b W

%

C/W 100 hr inspection of this aircraft this date using Cessna’s 414 series maintenance manual i
Installed aircraft on a pressurization cart and inspected general areas. Repositioned clamp on heater

to allow ram air dump valve to fully close. Installed small amount of sealant to middle door seal.

Cleaned both outflow and safety valve with isopropyl. =
Installed both new brake discs. PN on 164-20306

C/W AD2001-01-16 part (b) by inspecting complete exhaust systems Ok this date. due each 50 hr.

C/W AD2001-01-16 part (c) by inspection of both tailpipes. Ok this date. Due each 12 months. =
C/W AD2001-01-16 part (e) by pressure test of all exhaust systems. Ok this date. Due each 12
months.

Verified AD2001-01-16 part (d) 500 hr inspection on canted bulkhead is due by 2458.8 Hobbs. -
C/W AD2004-25-16 R1 inspection of heater fuel regulator. Ok this date. This inspection is due each

100 hrs of aircraft time in service =

C/W AD2005-12-13 by inspecting both internal and external wing insp items. Ok this date. Ref ETI -
testing Job # 07-369.
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11. Cleaned, mSpected and greased all wheel be.anngs

12. Installed new brake cylinder on RH side using new orings, linings and shim, back plate bolts. PN of
cylinder is 061-05400.

13. Installed new tube inside RH tire.
14. Installed new boits in wheel halves, RH side. PN AN5-32A
15. Installed new AM1034351A filter for central vacuum system.

1 voruly TATTIS ALNRURAT I [ds Deell INSPEcied 1A'W 4 10U Ir INSpEcTion and was determined to
be in an Airworthy condition.

Mike Aarestad A&P 2222728 1A
- —
sl L & D Aero Service, Inc. Rapid City, SC
: “Reg: N468ON Make: Cessna Model, 414A SN. 41480070 |
—t ) Hour Meter: 2304.7 Total Time: 9668.6 |
N |
i

Date: 127307 CW AD 00-07-01, lnspecmn of LH
t and found ok. (End)

L.

R'-I exhaust systems snd mounts, 'ub2d joiiits

Mittleider A&P 3120137
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A.D.y

Alrcraft Log Book En!ry, by Yingling Aircraft, Inc. -
For: Cessna 414A-0070, N4680ON

Complied with Cessna Service Bulletin # MEB03-01, by completion of the inspection and
modification of the lower forward wing spar cap using modification kit # SK402-47B. ==
Reference the Welght and balance supplement dated 02-05- 08 -

Cumpleteﬂ By Ymgﬁng Aircraft, Inc. Date Com p[eted 02-05-08
P.O. Box 9248, Wichita, KS 67277 Work Order Number || SVC7551 —
FAA CRS AYNBR621 Recorded Hours 2318.4 (MX)

Signature: ’ (2 f

s i cHEper. | il | = |
THE TRANSPONDER (S) IDENTIFIED BELOW HAVE BEEN | CERTIFY THAT THE ALTIMETER (S), ALT. REPORTING AND
INSPECTED AND MEET ALL REQUIREMENTS CONTAINED  STATIC SYSTEM TEST REQUIRED BY FAR PART 91 411 HAVE

IN FAR 91 413 AND FAR 43 APPENDIX F. BEEN PERFORMED. THE ALTIMETER (5) WERE TESTED TO

NO.I_B7xl3:ed  NO2__ ast NO.l__3&peses FEET ON DATE 2 -4 .o”

SN_¥iaocey S/N i SN __ceost

ENCODER > 34/2 o SN e T~ L | NO, 2 o pet FEETONDATE T 2 g
SN <

WORK ORDER# =

MAINTENANCE RELEASE
THE AIRCRAFT ANDYOR COMPONENT IDENTIFIED WAS REPAIRED AND INSPECTED IN ACCORDANCE WITH CURRENT
FEDERAL AVIATION REGULATIONS AND IS APPROVED FOR RETURN TO SERVICE.
DETAILS ON FILE AT THIS AGENCY
JOB NO. Ax?xf DATE 3 20 o4
SIGNED —

INPECTOR }}‘_' DATE 2 -2¢ 04 .

id City, SD 57703
FAA CRS#VSXR381Y




AIRWORTHINESS DIRECTIVE/FACTORY BULLETIN COMFLIANCE KELUKD

A.D./BULL. ITEM DATE & HRS, METHOD OF TYPE OF A.D. NEXT COMP. AUTHORIZED SIGNATURE
NUMBER | AFFECTED AT COMP COMPLIANCE 1 TIME/RECUR. |DATE/HRS./CYCLE CERTIFICATE NO.
#ﬁ — = — .

L & D Aero Service, Inc. Rapid City, SD _

Reg: N4680N Make: Cessna Model. 414A SN: 41440070
Hour Meter | 2344.1 Total Time: 9728.4

Date: 3/25/08 Checked controls, cable tensions, pulleys and lubed. Performed trim tab actuator inspection and
replaced aileron trim lab actuator screw with new PN 0310362-5 and rigged. Inspected wing and tail group
fittings. Checked fuel and electrical systems. Replaced deice light in left nacelle. Installed new circuit breaker
PN 7277-5-10 for right landing light. Tested ELT as per 91.207d and found ok Exp. date 7/08. Jacked
aircraft, replaced shims, bolls and bushing as required in all main gears as per service manual. Repaired
minor crack on nose gear attach bracket as required. Performed gear retraction and blow down. Packed whes!
bearings and greased gear.  Inspected heater mounting and installation. CW AD 2004-25-16R1 inspection of
regulator shutoff valve and found ok.  Heater Hobbs 1104.1 CW AD 00-01-16 part b of exhaust systems for
both engines. CW 6 year fire extinguisher recharge and weight. Installed new air filters both engines. Replaced
vac pump on right engine with OH'd SN 55852 from Aero Accessories. | certify that this aircraft has been
inspected JAW an annual inspection IAW Cessna 414 Service manual and determined airworthy. (END)

s r

ter Mittleider IA 3120137

—- + - L i == 1 =
| Cessna 414A N4680ON S/N 41442970
Hobbs 2361.3 TT 97452
i 6/9/08

Removed right hand wastegate controller and wastegate p/n 470908-13, s/n FF000192 an:| istalled overhauled unit from

' Approved Turbo Components p/n 470948-13, $/n FCO111. Run up leak ck ok, Flight check ok,
i Josh Hartung AP2751095



HODDS 2574.5 TT 9758.8

8/13/08

Inspected aircraft and found to be in an airworthy state for ferry flight from Rapid City, SD (KRAP) to Greely, CO (KGXY)
Josh Hartung AP2751095
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e
~Aircraft
HEE 193¢
GREELEY, CO
REPAIR STATION BX4R092M
(970) 353-9200
09-12-08 Hobbs 2275.80 Tach 9760.1 N4680N sn 414A0070

Disassembled aircraft - removed: Rudder. Repaired LH wing: Replaced trailing edge rib pn
5122053-133 at Station 106.79. Repaired corrosion on trailing cdge skin pn 5122053-93 at
Station 106.00. Replaced corroded fasting rivets on lower nacelle fairing. Replaced working
Hivets at main landing gear hinge attach area. Repaired corrosion on trailing edge rib pn
5122053-35 at Station 87.29. Replaced working rivets on LLH wing tip at Station 230.00.
Replaced or re-shot miscellaneous working rivets. Repaired RH wing: Replaced working
rivets on RH wing tip at Station 230.00. Replaced working rivets at main landing gear hinge
attach area. Replaced or re-shot miscellaneous working rivets. Repaired rudder: Replaced
rib pn 5133000-106. Replaced aft spar channel pn 5133000-20. Replaced LLH lower side
skin pn 5133000-64. Replaced RH lower side skin pn 5133000-22. Performed painted static
balance check. Results: -2.4 inch Ibs. Range is .75 to -3.75 inch 1bs. Repaired landing gear:
Repiaced I.H main landing gear door hinges pn’s 5122115-27 and 5127050-15, pin pn
q488570. Replaced RH main landing gear door hinges pn’s 5122115-27 and 5127050-15,
pin pa S488570. performed retraction and extension cycle of landing gear system.

Repainted repairs as required to match. Reassembled aircraft: Reinstalled rudder.
Performed operational check. Replaced ELT battery pn BS2173, replacement battery due
09/2110. Performed operational check per FAR 91.207, Para d.




This aircraft was repaired and inspected in accordance with current regulations of the Federal _____
Aviation Administration and is approved for return to service.

LIMITED TO THE WORK PERFORMED Nl
Pertinent details on file at Beegles Aircraft Service, Inc., Greeley, CO. —
Work Order # 10,985 CRS# BX4R092M e

Signed

Date ¢#-/,-~0% Tach 23725 9 N i TEAD

Performed operational test flight in accordance with FAR 91.407 Paragraph (b).

Signed 2*:-\ N




‘Ci};sna 414A IN“pUOowLY -

" Hobbs 2386.9
= Date: 1/6/09

- .Removed engines and installed overhauled TSID-SZ%-;% :-’“Siﬂﬂs from Western Skyways
é American Aviation Intercosler kit p/n AAA : '
_ﬂiﬁd De-Ice boot p/n SMR5(70-08 sfnP{HES was installed gn{to th; )righ: hand inboard wing, de-ice boot was installed
= B ith SMR report no. 97-33-047 dated 06/29/2006 (rev.

-&;fﬁ?&“ﬁ&‘lﬁ e para (b), (c), (¢), (¢), (g) by visual inspection and installation of overhauled exhaust system
" .Left engine s/n 521396 vias overhauled on Western Skyways on w/o 22148 was installed in accordance
- with Cessna 414/414A maintenance manua! and Teledyne Continental overhaul manual and service bulletins
-engine was installed with accessories listed in the engine logbook
~additional accessories consist of

-Pressure relief valve 470944-9015 s/n RKR4731 overhauled by Western Skywayvs
-VAPC 470836-9020 s/n J10140 overhauled by Western Skyways
= -Wastegate 470908-9012 s/n V1-L0101 overhauled by Western Skyways
-Alternator ALV9510 s/n A-102183 overhauled by Rocky Mountain Aircraft Accessories
-Hydraulic Pump 24194-LAA s/n 070405 overhauled by Rocky Mountain Aircraft Accessories
- -Vacuum Pump 442CW s/n 124646 overhauled by Rapco
-Complete exh:iust system overhauled by Dawley
-Tailpipe overiiailed by Aerospace Welding
- -All fluid carrying hoses installed new, manufactured by Aviall on w/o 41532918-0
-Right engine s/n 293393-@ was overhauled by Western Skyways on w/o 21795 was installed in accordance
with Cr.ssm 4!4}'4!4:& maintenance manuval and Teledyne Continental overhaul manual and service bulletins
. -Engine was installed with accessories listed in engine logbook.
-additional accessories consist of

-Pressure relief valve 470944-9015 s/n HD0190 overhauled by Western Skywuys
-VAPC 470836-9020 s/n IC000232 overhauled by Western Skyways

-Alternator ALV9510 s/n A94270 overhauled by Rocky Mountain Aircraft Acces:ories
- -Alternator Drive Coupling 646655 s/n DRK 112487 overhauled by Drake Air, Inc.
-existing hydraulic pump was reinstalled because of low hours
-existing vacuum pump was reinstalled because of low hours

TT97712
engines time 0.0




-All fluid carrying hoses installed new, manufactured by Aviall on w/o 41532919-0
-American Aviation Intercooler kit was installed in accordance with STC SA4956NM and ST4150NM

-Flight manual supplement was put into aircraft flight manual and the weight and balance was updated
-See two 337's for engines this date and see 337 for airframe this date

~lce shield de-ice boot was installed in accordance with SMR report no. 97-33-047 dated 06/29/2006 (rev, 9)

Josh nmng_qﬁmmm
7

AP2751095

-Kit was installed in accordance with report 63-7 dated 05/04/93, drawing 63-11010 and drawing 63-11011 rev A

|
2386

|

r/h engine 10.2

~Complied with annual inspection on aircrafl in accordance with Cessna 414A service manual and checklist
~Complicd with AD 200-01-16 para b. by visual inspection of exhaust.

Complicd with AD 2004-25-16 R1

-Performed gear blow down test.

~1lad nitrogen botile hydro tested next due 4/2014

-Installed new Goodyear Flight Custom I on  nose wheel landing gear,

-Installed new imduction air filters

-Complied with 91.207(d) CLT batt. Next due 09/2010 ~

~Complicd with 6 month weight check on fire extinguisher

-Balanced propellers using an Aces System 2020 IR and the Aces System “Guide to Propller Balancing”
-Balanced Uh propeller with 18.4 grams at 195 degrees and 25.1 at 210 degrees final vibration is 0.06 at 346,
-Balanced r/h propeller with 17.1 grams at 315 and 345 degrees final vibration was 0,07 at 290

condition
Josh Hartung 1A275 mgs_ngAmj 4/17/2009

Cessna 414A S/N 414A0070
Hobbs 2397.1 TTAF 9781.4
I/h engine 10.2 4/17/2009

I certify that this aircrafl has been inspected in accordance with Cessna 414A service manual and checklist and found to be in an airworthy

SRRRERRRNY



DATE

|
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B airlislihs 7 l_-'l_l [ .

= , - T pErHErE | TVE .
Tri-Stale Avionics HE ABEROVED BY:

i . SD 57703
e ——
[ DATE | MAKEMODEL HOUR METER | TOTALTIME | REGISTRATION | SERIAL NUMBER
I 7/20/09 | CESSNA/414A 2397.1 N/A NA6EON l 414A00070 I

Removed Bendix radio package, Garmin GTX320A tranponder, Bendix HSI system and Bendix/King KIN94 GPS system. The Garmin
GNSS30W GPS/Comm/Nay S/N 23821086 = FS 112.0, Garmin GTX330 transponder 8'N B4133707 at IS 112.0, Garmin G,
sallelite weather a1 F8 33.0 and Bendix/King KCS35A HSI sysiem were insialled in acoordance with the manufacturers installation
manuals Garmin GNS530W installation manual P/N 190-00357-02, Garmin GTX330 nstallation manual P/N 190-00207-02, Garmin
GA3S installation manual PIN 190-00094-00 Rev. F, Garmm GDLG9 installation manual P/N 190-00355-02, Bendix/King KCS55A
installation manual, AC43,13-2A chapler | para 1,2,4.6,7,8.9,10.11,12, chapler 2 para 21.22.23.24,25,26,27, chapter 3 para 36,44 and
ACZ0-138A. STCASTO1 125WHGTX330), STCHEADI48TSE-3 A21(GDL69) and STCHSAD1933LA(GNSS30W). The Garmin GA3S
GPS antenna S/N 49978 was installed on top of the fuselage at S 145.0. The GA3S5 antenna was installed in the same [ootprint as the
Bendix/king GPS antenna, which was removed. Used existing comm, mav, and transponder. The GNSS30W is interfaced with the HSI,
GTX330 and the autopilot. The GDL69A is interfaced with the Garmin GNSS30W. All systems were wired to the Avionics clectrical
CNE330W hmluﬁmmuuhmmismﬂymmﬂmmimmmmmmmm
do not imerfere with the normal operation of the olher equipment installed nor docs the catire sysiem cause a current draw exceeding
80% of the rated altemator output It has been detarmined that the imtarrelationship between this change and any of those other
previousty approved modifications will introduce no adverse affect upon the airworthiness of this sirplane. Performed correlation check.
GPS placarded “GPS limited 1o VFR use only™.

MAINTENANCE RELEASE: The aircraft and/or component identified was in accordance with current

fadaalﬁaﬁatéc:r: }regtﬂauuns and is approved for retum to service. Details on file at this agency on Work

e T
CRS # V5 " Rapid City, SD 57703

o ACCORDANCE WITH MANUFACTURERS SFECIFICATIONS AND THE FUNCTIONAL FLIGHT EVALUATION

I | | [ T
Date 220-035 _ Tah 2352 / N L Pon

PERFORMED FLIGHT EVALUATION TO CONFIRM THAT ALL SYSTEMS OPERATE NORMALLY. SAFELY, AND IN

REQUIREMENTS OF AC20-138, PARAGRAPH 7¢(1 ). REMOVED PLACARD STATING “GPS LIMITED TO VFR USE

. ALL OPS GOOD,
ONLY™ 3
CRS#VIXRISIY




Tri-State Avionics = 17
Rapad City Regional CERT. NO.

City, SD 57703
I
DATE MAKE/MODEL HOUR METER | TOTALTIME | REGISTRATION ] SERIAL NUMBER ||
I 7/20/09 CESSNA/414A I 2397.1 N/A N4680N 414A00070
— ==

Removed Vertical Gyro and Flight Director and shipped in for repair. Received and reinstalled in aircraft. Performed function
Checks. All ops good.

MAINTENANCE RELEASE: The aircrafl and/or component identified was in accordance with current
f{g:i:c?l#avmt;ﬁ fegtﬂatmnsmﬂisapnmadfmmmm, Details on file at this agency on Work

S‘W%ﬂ—
CRS # Vﬁ?ﬂﬂ Rapid City, SD 57703

I | ] LT | I }
THE TRANSPONDER (S) IDENTIFIED BELOW HAVE BEEN I CERTIFY THAT THE ALTIMETER (8), ALT. REPORTING AND
INSPECTED AND MEET ALL REQUIREMENTS CONTAINED STATIC SYSTEM TEST REQUIRED BY FAR PART 91.411 HAVE

IN FAR 91.413 AND FAR 43 APPENDIX F. BEEN PERFORMED. THE ALTIMETER (S) WERE TESTED TO

NO.1 (a7%x337  NO.2 oo /4 NO.1_3s5ves FEET ON DATE _2-¢C - ¢

SN_F¥/23 7 SN _ASTA S/N - AP

ENCODER S 3/ite SN _£5 0055 NO. 2 PRI FEETONDATE 2 £& w5 _
SN__JSC 7?2/

WORK ORDER# 2/// )
INSPECTOR 7~ DATE 2-20- v}

RETEST DUE 74
MAINTENANCE RELEASE _
THE AIRCRAFT AND/OR COMPONENT IDENTIFIED WAS REPAIRED AND INSPECTED IN ACCORDANCE WITII CURRENT

Polchiorerrly  FEDERAL AVIATION REGULATIONS AND IS APPROVED FOR RETURN TO SERVICE.
‘ DETAILS ON FILE AT THIS AGENCY

JIOBNO. _2,// DATE_2-20~uf

SIGNED -_‘E@%—_h_ e
Avionics

Rapid City, 8D 57703
FAA CRS#VSXRIBIY




DATE TOTAL EQUIPMENT TYPE OF ERROR OR 1 NEXT CHECK CHECKED BY:
TIME CHECKED CHECK RESULTS DUE SIGNATURE — CERT. NO.

T 2
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Hobbs 244%7.1 L1IAr J00LM

7
Vh engine 110.2 03/01/10 cegy no,

r/h engine 110.2 —
eaded opp 1165 ©

-Complied with annual inspection on aircraft in accordance with Cessna 414A service manual and checklist
-Complied with AD 2000-014 6 para b. by visual inspection of exhaust.

Lomplied with AD 2004-25-16 R1 complied with by visual inspection

-Complied with 2004-21-05 by pressure decay test

-Performed gear blow down test.

-Installed new induction air filters

Complied with 91.207(d) ELT batt, Next due 092010

1 certify that this aircrafl has been inspected in
airworthy condition.
Josh Hartung IA2751095

Cessna 4 14A service manual and checklist and found to be in an

S50 bbb
9969.3 [1TAF

25YE.7| hovba

9933.0 | TAF
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Hobbs 25983 11AF YY04.0
Vh engine 211.4 10/26/10
r/h engine 211.4

-Complied with annual inspection on aircraft in accordance with Cessna 414A service manual and checkhist
~Complied with AD 200-01-16 para b. by visual inspection of cxhaust.

=Performed gear blow down Lest,

«Installed new induction air filters

with Cessna 414A service manual and checklist and found to be in an airworthy

1) 10/26/10
=0 : L

I certify that this aircrafl has been inspected i
condition
Josh Hartung 1A2751095

Cessna 414A 4680N S/N 414A0070
Hobbs 2694.1 TTAF 10078.4
I/h engine 307.2 4/812011

r/h engine 307.2

-Complied with annual inspection on aircraft in accordance with Cessna 414A service manual and checklist

Complied with AD 200-01-16 para b. by visual inspection of exhaust.

-Complied with AD 2004-21-05, by performing pressure decay test

Complied with AD 2004-25-16 R1, by performing visual inspection

-Performed gear blow down test.

-Installed new induction air filters

<LComplied with 91.207(d). Batt next due 11/12.

-Installed overhauled Cabin alt. and differential pressure indicator, p/n C668516-0104RX s/n 12626s/n 18818 was removed.

Instrument overhauled by Aero-Mach Labs in Wichita, KS under cert # NU2R044L

1 certify that this aircraft has been inspected in with Cessna 414A service manual and checklist and found to be in an airworthy
condition
Josh Hartung Iﬂ?ﬁmgs_m:ﬁm[} 4/8/2011

i

f

RT. NO.




RADIO & ELECTRUNIL CHECLKD

IN FAR 91.413 AND FAR 43 APPENDIX F.

1 62{53.@»

TOTAL EQUIPMENT TYPE OF EHIH:IIR OR NEXT CHECK CHECKED BY:
o CHECKED ? - HECK _—____ = __ ENATURE 'EER.
b :,I.TI‘:’I I"} Hubbi" _RMEA_Q_Li_ = 02149 ' LT, hs
10103.6 |TTAE 127194 o L pla= 8109,
( Hobhs) i b n“ [ 4 ..'
Mack. Rm Bip 284
‘1‘1‘5‘!# 35.71 hebbay | ek glmﬁs’. bt"j
191393 |TIAY v

THE TRANSPONDER (8) IDENTIFIED BE.LOW HAVE BEEN 1 CER.TIFYITI'MT THE ALTIMETER (8), ALT. REPORTING AND

s [INSPECTEI) AND MEET ALL REQUIREMENTS CONTAINED  STATIC SYSTEM TEST REQUIRED BY FAR PART 91.411 HAVE
BEEN PERFORMED. THE ALTIMETER. (S) WERE TESTED TO
FEET ON DATE _£ -5 ~/¢

NO. NO.2  A/A NO.l_35X, ced
SN 0> SN A4 S/N .05
ENCODER S350720 SN At oo% & NO.I 35 vep
S/N CE23)
— WORK ORDER# 2
INSPECTOR ?2“‘? __DATE_ S S -/
—————RETEST DUE /3
MAINTENANCE RELEASE

THE AIRCRAFT ANDYOR COMPONENT IDENTIFIED WAS REPAIRED AND INSPECTED TN ACCORDANCE WITH CURRENT
FEDERAL AVIATION REGULATIONS AND IS APPROVED FOR RETURN TO SERVICE.

DETAILS ON FILE AT THIS AGENCY

FEETONDATE &5 '/

JOBNO,_2&70 DATE &-5 '/
SIGNED. T
Tri-State Avionics

Rapid City, SD 57703
FAA CRSHVIXR3BIY

e e

APA1 6%

Hobbs 76.8
I'h engine .
r/h engine .

~Complied wit
“Complied wit




Hobbs 76.8 1 1AF V1804
I/h engine 307.2 4/4/2012
r/h engine 307.2

-Complied with annual inspection on aircraft in accordance with Cessna 414A service manual and checkhist

-Comphed with AD 200-01-16 para b. by visual inspection of exhaust.
ed with AD lmﬂ-ﬁl-lfpam d. g}f visually inspection the engine beams and firewall, and canted bulkhead.
LComplied with AD 2004-21-05, by performing pressure decay test
~Complied with AD 2004-25-16 R 1, by performing visual inspection
Jmstallcd rebuilt heater assembly, p/n FR13ES55-1EL s/n HA12020082
Jastalled new hvdraulic filters on left and right side of aircraft p/n AN6235-2A o
Jnstalled overhauled nose gear uplock actuator p/n 5727110-6 s/n 4207. Unit was overhauled by The Aviation Group, Inc. under cert VGORT28I.
“Pesformed gear blow down test
Jnstalled new mduction air filters
Removed propelier governors and sent to Rocky Mountain Propeller for overhaul under cert #. FRGR545N. Installed Prop governors p/n
DCFS20DSET3, s/n 762302, and 792326

| Complicd with 91 207(d). Bant next due 11/12.

~Repasred wires on right and rear nav. Ops check ok
B cestilly thee this sircrafl has been inspected in accordance with Cessna 414A service manual and checklist and found to be in an airworthy

Josh Hartung 1A2751095 4/4/2012

|
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GRAND FORKS INTERNATIONAL AIRPORT
2403 AIR CARGO DRIVE » GRAND FORKS, ND 58203

Air Frame Logbook Insert

—FLIGHT SUPPORT

Date: 6/07/2012; Aircraft: NABEU#.' Type: 414a; S/N: 414A-0070; Hobbs: 81.3; Total Time:
10184.9; Engine 1 Type: TSIO-520-NB, S/N: 521369, Time: 311.7; Prop 1 Type:
3AF32C505-C/82NEA-5.5, SIN: 002690, Time: 869.9; Engine 2, Type: TSIO-520-NB, S/N:
290839-R, Time: 311.7; Prop 2, Type: 3AF32C505-C/82NEA-5.5, S/N: 002707, Time: 869.9;
Work Done At - Airframe Time: 10184.9,, Engine Time: 311.7,

Replaced left prop control rod end at govenor.

Jeff Vainsdal A&P2657519 M (W
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GRAND FORKS INTERNATIONAL AIRPORT
2403 AIR CARGO DRIVE * GRAND FORKS, ND 58203

Air Frame Logbook Insert

Date: 8/07/2012; Aircraft: 4680N; Type: Cessna 414A; S/IN: 414A0070; Hobbs: 83.7; Total
Time: 10180 .4; Engine 1 Type: TSIO-520-NB, S/N: 521396, Time: 314.1; Prop 1 Type:
3AF32C505 S/N: 002690, Time:; Engine 2, Type: TSiO-520-NB, S/N: 290893-R, Time:; Prop
2, Type: 3AF32C505, S/N: 002707, Time:; Work Done At - Airframe Time: 10180.4,, Engine
Time: 314.1, -

Removed propellers for overhaul PN 3AF32C505-C, SN 02707 right, SN 002690 left. ;
Removed spinners, bulkheads and deice harnesses

Joseph Berhow A&P3615698 Z /"'N']"(/I L‘(/?J“‘Q»—«.z




[ TOTAL | EQUIPMENT TPt | o e . DUF __SIGNATURF — CERT. NO.

FUESKY EMN __CHEECK

NEXT CHECK LCHELKEL DY:

TEhAT

——FLIGHT SUPPORT
\_$—“—j _— ..,-—a-""##‘

GRAND FORKS INTERNATIONAL AIRPORT
2403 AIR CARGO DRIVE « GRAND FORKS, ND 58203

Air Frame Logbook Insert

Date: 8/29/2012; Aircraft: 4680N: Type: Cessna 414A; S/N: 414A0070; Hobbs: 83.7; Total
Time: 10180 .4; Engine 1 Type: TSIO-520-NB, S/N: 521396, Time: 314.1; Prop 1 Type:
3AF32C505, S/N: 002690, Time:; Engine 2, Type: TSIO-520-NB, S/N: 290883-R, Time:; Prop
2. Type: 3AF32C505, S/N: 002707, Time:; Work Done At - Airframe Time: 10180.4,, Engine
Time: 314.1,

Reinstalled prnpellers PN 3AF32C505-C after overhau!, SN 002707 right, SN 002690 left.
installed spinner bulkheads, spinners and deice harnesses, ops and leak check good.

Joseph Berhow A&P3615698 M g W




Date:

Kubick Aviatinn Senrices, Inc.

2300 Woodward Ave., Kingsford, M1 49802
Ph: 906-779-5500 Fax: 906-779-3526 Email: Info@KubickAviation.com

AIRFRAME LOG ENTRY N4680N

07/26/2013  Hobbs: 88.3 AFTIT. 10191.9 Heater Hobbs: 13297
L/HEngTT: 38728  LAIEngSMOH: 420.7 RMEngTT: 3776.9 RHEngSMOH: 4207
L/HPropTT: 21682  1/HPropSMOH: 4.6 R/HPropTT: 2168.2 R/HPropSMOH: 4.6

Performed Annual Inspection as per Kubick Aviation Services, Inc. annual inspection checklist and Cessna 414A maintenance manual.

Performed ELT operational check |AW FAR1.207 “d” checked OK, Next operationa) check due @ 08/01/2014. Next ELT battéry replacement due @

April 2018,

Lubricated flight control cables, pulleys and hinges.

R/H brake was inoperable. Serviced reservoir with MIL-H-5606 hydraulic fluid and bled brake, Op's check, OK.

R&R L/H vacuum pump. Removed vacuum pump PN 442CW, S/N 124646 & Installed OVH vacuum pump PN AA442CW, SIN 02TEOT by Aero
Ascessories, Ing. Operational check, OK.

R&R R/H vacuum pump. Removed vacuum pump PN 442CW, S/N 55852 & Tnswalled O/1 vacusm purip PN AA442CW, S/N 0ZTEDS by Aero Avcessaries,
Ing, Operational chack, OK

Removed L/H and RH surface deice system dump valve cleaned and inspected. Reinstalled valves ond performed operational check of deice boots.
Chperation check of system and pressure Jight, QUK.

Replaced nose genr taxi light bracket will new PN 5049200-1.

Replaced pilots side static port heating element with new PN CM2933-6 fitting, Operational check, 0K,

lnstalled new Duviron clock with DAT probe, clock M/N MBO3, Wired keep alive power and flight timns recerding. Operational check, O.K.

Replaced L/H & R/H propeller deice brushes with new PN RAB40189 deice brushes. Operations| check. O.K

R/H inboasd cowling had holes chafed through from exhaust. Removed cowl door. Cut ont damaged area. Fabricated filler and doubler pateh. Acid etched
and alodined, Riveted patch together, Fit cowl. Installed camlocks. Reinstalled cowl door.

Serviced nose strut with MIL-H-5606 hydraulic fluid and nitrogen to proper extension. Leak check, OK.

R&R LAT & R/ fuel cap o-rings with new P/N MS29513-338.

Installed overhauled nose gear actuator PN 9910139-3, S/N 269 by The Aviation Group, Inc. under W O # 41486 dated 0530/2013. Adjusted rod end for
proper overcentsr. Operation and leak eheck, oK.

Replaved loose rivets as peeded R/H lower wing to fuselape fainng as necded,

Replaced Joose rivets as needed 1/H & R/ inboard wing lowcer skins as neaded.

lnstalled new cabin seal stops in tracks as needed P/N Seat Stop Kit 2 by McFarlane, ) .
Removed DM ELT6 P/N C589511-0117 §/N 12056, Installed new 406 ELT by ACK Technologes, Ine, Model E-04. Installed remote head and wired 1o

Garrmin 530 for GPS input. Installed IAW ACK Technologics, Inc. Model E-04 Installation manual EQ4M Revision 1.6 dated 2-22-12. Operational check,
Ok. © d . et 672023 ELT batterv due 4/12/2018. Registersd ELT with

NUAA.

#+*+Continued next page***

RVICE
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F.A.K.45.9

Date: 0726/2013  Hobbs: 88.3 AFTT:10191.9 Heater Hobbs: 1329.7

19.

2l
24.
3

25.
26.
27.
2.

29,
30
3.
321
33
X4,

33,

AIRCRAFT TIME
IN SERVICE

DESCRIPTION OF WORK PERFORMED
OR APPROVED DATA USED

AGENCY & CERTIFICATE NO.
WORK PERFORMED/RETURNED TO §

AIRFRAME LOG ENTRY N4680N

LAIFngTT: 38728 L/HEngSMOH; 4207  R/HEngTT: 37769 RAIEngSMOH: 420.7
L/HProp!'l; 21682  L/IPropSMOH: 4.6 R/HPropTT: 2168.2 R/APropSMOH: 4.6

***Continued from previous page***

Repaired multiple holes in deice boots. Cleaned areas and installed patches as needed. Sealed edges of patches with conductive cement.
Replaced L/H deice system check valve with a used serviceable unit P/N 1276-00-1, Operational check, O :

Replaced 1./H rudder pedal return new spring P/N $715182-1, pin P/N 0861700-66 and spacers PN NAS43HTS5-87. Operational check, O.K.
Bottom of aircraft battery box was comoded. Removed battery box. Cleaned corrosion, wreated and painted with acid proof paint and reinstalled,
Lubed and straightened out cable end on R/H cabin pressure temp. Operational cheek, QK.

Fabricated and installed doubler on R/H main lunding gear uplock hook bracket as necded,
Remaved and replaced air conditioner compressor drive belr with new P/N PM#] 5300 belt. Operational check, OK.

Cleared and prepped area where bonding strip is loose on pilot’s heated windshicld. Taped off and bonded Toose static bonding strip with Fastweld [0,

R&R two flap drive pulleys with new PN MS24566-48 pulleys. Operational check, O K.

Removed, dissembled, cleaned, inspected, replaced orings PN ME28775-132 and reassembled L/H brake celiper . Reinstalled brake caliper and bled with
MIL-H-5606 hydraulic fluid. Operational and leak check, O.K.. :

R/H lower skin AFT of wheel well was cracked  Stop drilled cracks. Fabricated and installed internal doubler from 030 2024 T3 aluminum and external pateh
from .032 2024 T3 aluminum. Primed and painted.

Removed hydraulic reservoir and replaced hose from reservoir to service port with new and installed new clamps. Reinstalled reservoir leak check, OK.
Cockpil pedestal lights for luel selectors were inoperable, Ruplaced defective lamps with new and cleaned contacts an sockets, Cperational chieck, 0K

C/W annual inspection and weight check of cockpit fire extinguisher, Next Due @ 08/01/2014,

Cw MEBNQI-l IR1 nose gear drag brn;a inspection. Replaced dray brace with used serviceable unit PN £ 142002-2 after performing inspaction of unit and
pamting, X s

ﬁ-’-"&"‘ MEB 03-04 serylic wiadshield inspection by performing inspection of all acrylic windows on airerafl. No eracks foumd at this time. Next Due (@ 1088.3
Hobbs or 080172016,

Removed oxygen bottle and performed hydrostatic test, No defoe

s noled ol this time. Reinstalled bottle. Servived with aviators breathing oxygen, Leak
cheeks. O K. i

***Continued next page***
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Sig

AIRFRAME LOG ENTRY N4680N
Date: 07/26/2013  Hobbs: 88.3 AFTT: 10191.9 Heater Hobbs: 1329.7
: L/HEngTT; 38728  L/HEngSMOH: 420.7 R/MHEngTT: 37769 R/HEngSMOH: 420.7
1/HPropTT: 2168.2  1/HPropSMOH: 4.6 R/HPropTT: 2168.2 R/HPropSMOH: 4.6
xxContinued from previous page***

36, C/W I year / 100 hr reservoir vent line inspection. No defects noted at this time. Du
g?. C/W 400 hour h}'drnqlic ﬂ_lters replacement on L/H and R/H by installing new filters P/N AN6235-2A.
38 C/W 500 hour Induction air filters replacement. Replaced L/H and R/H enginc induction air filters with new P/N P128156 filters. Next

e
39, C/W 500 hour Central instrument air filter replacement with new P/N AMI034351A filter. Next replacement Due @ 588.3 Hohbs,
40.  C/W 600 hour flight control cable inspection tension and travel checks. No defects noted at this time. Next due @ 10701.9 AFTT
41. C/W 1200 hour pressure cabin type “A™ inspection. No defects noted at this time. Next due @ 11391.9 AFTT,
42, C/W 6000 hour pressure cabin type “B” inspection. No defects noted at this time. Next due @, 16191.9 AFTT.
43.  C/W 3 year weighing of aircraft. Weighed aircraft with unusable fuel, (4) passenger ¢club seating and required equipment.
Weights: Nose' 696 Ibs. [/H main: 2118 lbs, R/H main: 2084 |bs, Total empty weight: 4898 Ibs GC- 154.0 in Moments 7542529

Next due @ Mav 2016
C/W AD 86-26-02 R&R | /H and R/H engine induction air filters with new P/N P128156 filters. Next replacement due @ 106191.9

AFTT i
C/W AD 2000-01-16 inspections Paragraph "b", "¢, "d" aml 2" by inspection ou both L/H and R/I1 engine exhaust systems. Mo defeots notod ar this time.

43,

Paragraph “b” Next due @ 138.3 Hobbs or 08/26/2013.

P o TE Vit
Paragraph “sl” & “I" Next due @ 102712 AFTT.

N 7 FTT —

a6 C/W AD 2004-25-16 by perforining visual inspection of cabin heater firel valve. Mo defects noted at this fime.

[ certify that this AIRCRAFT has been inspected in accordance with an Annual Tnspection and was determined to be in airworthy condition.

Work order #: 3197

Chad Kubick APIA3244207




F.A.R. 43.9

AIRCRAFT TIME
IN SERVICE

- DATE OF

OMPLETION OR APPROVED DATA USED

DESCRIPTION OF WORK PERFORMED

AGENCY & CERTIFICATE NO.
WORK PERFORMED/RETURNED TO SER

DATE OF
COMPLETION

I certify that transponder (;ﬂ.-:-r--—. Model

é Z}_’%ﬂ s/n¥7/357¢7 and system have  —
been tested & inspected as required by FAR 91.413
in accordance with FAR 43, App. F. Details are on —

1 certify that the altimeter/altiterhsymads rdc
skerbic system tests required by FAR Part 91.411 in
accordance with FAR 43, App. E have been

performed. The altimeter/ rwas
tested by c

— 3 WS oo f
——r For: Superior Aviation ~ta sy
250 Riverhills Road 250 Riverhills Road e
Kingsford, MI 49802 —— Kingsford, MI 49302 \S/Af’
Repair Station #9SVR935L R Repair Station #9SVR935L 4 € 77/
R I e S R
B e ™ L g : = b i o SRR, . o ] _5},;:.:‘1; I ) - o

I certify that the altimeter /altitvdeansader & £
static system tests required by FAR Part 91.411 in

accordance with FAR 43, App. E have been T
performed. The altimeter/
tested b

LT

on
For: Superior Aviation —_—
250 Riverhills Road * o .i:hf ¢
Kingsford, MI 49802 ,,u
JHII‘ Station #9SVR935L dﬁag‘;

Ay 24 P

{1

I certify that the altitude encoder Zagao (el
Model 3S 0 j2¢ s/nES¢os s  and system
have been tested & inspected as required by FAR
91.217 in accordance with A.C. 43-6A. Pertinent

details are on file at thls agency under

to LIS, dofr.,

250 Riverhills Road

Kingsford, MI 49802
Repair Station #9SVR935L

Date: (872!

¢

2: Remov

I certify the
was found 2

Signed s




F.A.R.43.9

DATE OF AIRCRAFT TIME DESCRIPTION OF WORK PERFORMED AGENCY & CERTIFICATE NO.
COMPLETION IN SERVICE ___Or 'IA USED

WORK PERFORMED/RETURNED TO SERVICE

Kubick Aviation Senrices. [nc.

2300 Woodward Ave., Kingsford, MI 49802
Ph: 906-779-5500 Fax: 906-779-5526 Email: Info:dKubickAviation com

AIRFRAME LOG ENTRY N4680N
Date; 08/25/2013 Hobbs: 94,7 AFTT: 101983 Heater Hobbs: n/a
I/HEngI'T: 3879.2 [/HEngSMOH: 427.1 R/HEngTT: 3783.3 R/HEngSMOH: 427.1
L/HPropI'T: 21711.0  L/ITPropSMOH: 11.0 R/HPropTT: 217110 R/HPropSMOH: 11.0

| 3
F

%

4.

Checked and adjusted L/H & R/H engine luel flows and pressures IAW TCM $1D97-3.  Operational check of L & R engines, O.K.

Removed copilots attitude indicator and overhauled unit by Metro Airerall Instruments P/N 25-501-015 S/N 34629F under W/O# 136419 dated 08/06/2013.
Reinstalled and Operational check, O.K,

Removed co-pilots dircetional gyro and overhauled iinit by Metro Aircraft Instruments P/N 11262-001-9 /N T28867E under W/O# 136420 dated 08/0$/2013,
Reinstalled and Operational check, O K.

Overhead pilot’s speaker was inoperable. Installed new wire and connected to audio panel. Operational check, O.K.

[ certify the aircraft and/or components identified hereon was repaired and inspected in accordance with the current Federal Air Regulation and

was hWt details of the repuir are on file at this agency.  'Work order No.: 3456 B

Signe

Chad Kubick APIA3244207
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F.A.R.43.9 :

DESCRIPTION OF WORK PERFORMED AGENCY & CERTIFICATE NO.
OR APPROVED DATA USED WORK PERFORMED/RETURNED TO SE

DATE OF AIRCRAFT TIME
COMPLETION IN SERVICE

Kuhiﬁk Aviatinn Servict:s, Inc.

2300 Woodward Ave., Kingsford, Ml 49802
Ph: 906-779-5500 Fax: 906-779-5526 Email: Infou Kubick Aviation.com

AIRFRAME LOG ENTRY N4680N
Date: 9/27/2013 Hobbs: 1083 AFTT: 10211.9 Heater Hobbs: n/a
L/HEngTT: 38928 L/HEngSMOH: 440.7 R/HEngTT: 3796.9 R/HEngSMOH: 440.7
L/HPropTT- 2188.2 L /HPropSMOH: 24.6 EAIPropTT: 21882 R/HPropSMOILL: 24.6

Adjusted L/H & R/H engine o1l pressure as needed to be in the green arch. Operational check, O.K.
Oil pressure gauges sluggish. Bled L/H and R/H oil pressure lines with MIL-H-5606 hydraulic fluid.
R & R L/H wingtip static wick with new P/N D(G-16920.

R & R co-pilots R/H seat back support with used serviced P/N 08127354,  Operational check, O.K.
Balanced L/H and R/H propellers with ACES systems propeller balancer as needed.

e b

| certify the aircraft and/or cnmpunmts ldcntlf' ed hereon was repaired and inspected in accordance with the current Federal Air Regulation and
was found airwo - tails of the repair are on file at this agency.  Work order No.: 3527

Chad Kubick AP1A3244207

e
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REG NO: 4680N [ 1187 ,8 250 Riverhifis Road

WORK ORDER: 5427 E:?.Pc-nwa Kingsford, Mi 45802
Phone: 906-779-5500

Airframe Entries

(1} This Aircraft was Inspected I/A/W an Annual Inspection and the Aircraft and/components on N4680N were found Un-Airworthy
for return to service, A list of discrepancies has been provided to the Registered Owner.... (6) GWAD 2000-01-016 par "b" by visual
inspection of left and right exhaust system. No defects noted, Next Due @ 168.5 Hobbs or 04/31/2017... (7) C/W AD 2000-01-016
pipes of left and right exhaust system. No defects noted. Next Due @ 4/2017... (B) Completed AD

of left and right exhaust systems. No leaks noted. Next due 4/2017.... (8) AD 201 5-07-03 s
. {12) Completed AD 2004-25-16 R1 by visual inspection of heater fuel

. (13) Replaced left and right vacuum regulator filters with new

par "c” by removal of tail
2000-01-16 par "e" pressure inspection
due at or bafore the accumulation of 15,000 hours TIS...

requiator. No leaks noted. Next due at ACTT-10,322.1 or 4/2017...
with new Gill G246, S/N-G02902200 after servicing with acid and charging.

P/N-ARB3-5-1.... (15) Replaced aircraft battery

Operational checks good.... (18) Serviced R/H main strut to proper extension with nitrogen and installed new valve core P/N-302DN.
Leak checks good.... (17) Transferred fuel from R/H tank to L/H by installing hose on R/H fuel system and pumping into L/H tank
using the aireraft boost pump.... (18) Inspected and bled R/H brake system due to no braking action. Found line leaking under
co-pilots pedestal. Removed line, fabricated and installed new line and bled brake system with MIL-H-5606 hydraulic fluid.
Operational and leak checks good.... (24) Drilled out corroded and seized screws and installed new on left and right wings.... (25)

Performed inspection and test of ELT IAW FAR 91.207(d). Operational checks good, Battery due for replacement 4/2018.... (30)
Ik penetrant oil.... (40) Inspacted fuel tank vents and found

Lukricated left and right engine exhaust system slip joints with Mouse Mi

to be clear and allowing airflow.... (43) Inspected left wing forward upper attach bolt with no defects noted, bolt and nut are properly
installed.... (44) Right hand wing inboard flap link bolt tightened as needed ... (46) Inspected right hand flap interconnect rod to rib
clearance and found no defects, rod has slight clearance to rib.... (50) Serviced ianding gear blow down bottle with nitrogen to

proper pressure as part of annual inspection.... (51) Hose clamps installed on hydraulic system resenvoir sight gauge tube. Leak
check good.... (57) Found missing clip nuts under cabin floor and installed as needed.... (58) Adjusted lower cabin door cables for
proper and even tension. Operational checks good.... (80) Verified outflow valve solenoid valve is properly installed. No defect
noted.... (66) Installed plug in R/H master cylinder servicing hole after finding in cabin floor.... (87) Repositioned and secured cable
from contacting hydraulic line.... (69) Inspected emergency exit and lubed seal as part of annual inspection..., (71) Replaced landing
gear warning circuit breaker with serviceable unit. Operational checks good.... (73) Reset shuttiz valve after a successful emergency
axtension and serviced blowdown bottle. Completed 5 trouble free retractions and extensions.

This Aircraft was inspacted 1AW an Annual Inspection and tha aircraft andior 4580N were Found Un-Airworthy j
Pariinent details of the repair ane on file a1 this Repair Station undar Work Ordar No. Slﬂ??gnhdm-lm'lﬂ bl

pﬁTE: 4/14/2016 SIGNED: ﬁ’r‘ - Work Order: 5427

Erhliud Repar Station Mo, 2KAR Printed by EBIis 3 (datcomedia.com)

| 1




F.A.R.43.9

DATE OF AIRCRAFT TIME - DESCRIPTION OF WORK PERFORMED - AGENCY & CERTIFICATE NO.
___COMPLETION IN SERVICE L. OR A.FFRU\'EDA'I USED WORK PERFORMED/RETURNED TO SERVICE

g S - —_— = — -_ - — — - —_ —_— — = |
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Kubick Aviation Sewices, Ine, i
250 Riverhills Rd,, Kingsford, M1 49802

Ph: 906-779-3500 Fax: 906-779-3526 Email: inlogKubick Aviation com

AIRFRAME LOG ENTRY N4630N
Date: 05/05/2016  Hobbs: 1185 AFTT: 10222.1

“This aircraft has been inspected and has been found safe for the intended flight in accordance with Special Flight Permit dated 05/0572016™

Si

ad Kubick CRSAZKARS96C 2
oo e e = B =

P Kubick Aviatinn Sewices, Inc.,

_ 250 Riverhills Rd., Kingsfurd, M1 49802
Ph: 906-779-5500 ax: 906-779-5526 Emai!: It K ubick Aviation, com

AIRFRAME LOG ENTRY N4GS0N
Date: 05/05/2016.  Hobbs: 1185 AFTT: 10222.1

. Removed Gill G- OV i ’ | i '
b ::E.vﬂj{. ill G-246 battery S/N G02902200, Serviced and installed used serviccable Gill batiery G-246 S/N GD2519938, Op's

Chad Kubick CRS#2KARSOAC




r.A.m. 3.7

DESCRIPTION OF WORK PERFORMED
OR APPROVED DATA USED

13

DATE OF
COMPLETION

AIRCRAFT TIME
IN SERVICE

AGENCY & CERTIFICATE NO.
WORK PERFORMED/RETURNED TO SERVICI

Rapid Avionics, Inc.

i Rapid City Regional =
— Rapid City, SD 57703 -
DATE |  MAKE/MODEL HOUR METER | TOTALTIME | REGISTRATION | SERIAL NUMBER
- 121716 CESSNA/41TA 1221 N/A N4680N 414A0070 e

= Removed Bendix autopilot system, Bendix/King KCS355A compass system, GTX330 transponder and KX165 ==
i nav/comm. The Garmin GDU620 Display S/N 165003765 was installed in the Pilot's instrument panel at FS 112.0.
= the GMU 44 Magnetometer S/N 47525709 was installed at FS 297.5, the GRS 77 AHRS S/N 42034220 was
installed at FS 25.0, the GDC 74A Air Data Computer S/N 20623381 was installed at FS 25.0, the GTP 59
Temperature Probe S/N 47933981 was installed at FS 64.0, the GTN750 GPS/Comm/Nav S/N 1ZA018987 was
installed at FS109.0, the GTX345 transponder S/N 3EG003598 was installed at FS 109.0 and the STEC system 2100 —
DFCS autopilot system was installed. Performed function/correlation checks. The Garmin/S-TEC Post installation
checkout procedures of the installation manuals were satisfactorily completed. The systems operate in accordance
with manufacturers specifications and do not interfere with the normal operation of the other equipment installed nor —
does the entire system cause a current draw exceeding 80% of the rated alternator output. It has been determined that
the interrelationship between this change and any of those other previously approved modifications will introduce no
adverse affect upon the airworthiness of this airplane. Performed correlation check. Updated weight and Bt
balance/equipment list. Filed FAA form 337’s, see for further details. —
MAINTENANCE RELEASE:
The aircraft and/or component identified was in accordance with current federal aviation regulations and is approved ——
for return to service. Details on file at this agency on Work Order # 1472
Signed =g o
CRS # 2R7R000C _Rapid City, SD 57703

——

—

v
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¢ AGENCY & CERTIFICATE NO.
{:Dﬁ;&?rou ﬁl?&EEElIE.E‘E DESCS&WE%%W&’SEffﬂggﬁmw_ S _m_ﬁunk PERFORMED/RETURNED TO SERVICE
THE TRANSPONDER (5) IDENTIFIED BELOW HAVE BEEN | CERTIFY THAT THE ALTIMETER (S), ALT. REPORTING AND
INSPECTED AND MEET ALL REQUIREMENTS CONTAINED  STATIC SYSTEM TEST REQUIRED BY FAR PART 91.411 HAVE
IN FAR 91.413 AND FAR 43 APPENDIX F. BEEN PERFORMED. THE ALTIMETER (S) WERLE TESTED TO
NO.| _€=7X3y5  NO2 A NO.1 35, ger FEET ON DATE -2 ¥/ V&
SIN D= 7.3 5 G SN %ﬁ SN ROL 2B 357 7 CFr
ENCODIR Af0c 2y 4 SN_20& 2 3%y NO.2__ 353, pescs __FEETONDATE /4~ ~/t
' SN SE 727/
WORK ORDER# /& 74
INSPECTOR = DATE f 4~/ =/ &»
RETESTDUE __ /2~
MAINTENANCE RELEASE

N

THE AIRCRAFT AND/OR COMPONENT IDENTIFIED WAS REPAIRED AND INSPECTED IN ACCORDANCE WITH CURRENT

FEDERAL

AVIATION REGULATIONS AND IS APPROVED FOR RETURN TO SERVICE.
DETAILS ON FILLE AT THIS AGENCY
JOBNO_J/97 2 DATE_ ALV~ 4
SIGNED ]

Rapid Avionics Inc.
Rapid City, SD 57703

FAA CRS#2R7R000C
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414A 4680N S/N 414A0070
122.1 TTAF 10225.7
eagine 10.2 12/27/2016

o/ engine 10.2

od with annual inspection on aircraft in accordance with Cessna 414A service manual and checklist
jed with AD 200-01-16 para b. by visual inspection of exhaust.
ied with AD 2004-25-16 R1
< ied with AD 2016-17-08 by installing new hardware in accordance with MEB-27-02.
-AS 2012-23-01 is not applicable because aircraft is not modified by STC SA92TNW
Performed gear blow down test.
ed new induction air filters
=d new right hand throttle cable p/n 1220-22
«d new right hand vacuum pump p/n 442CW s/n 162097
ed new prop deice brushes p/n 05-01326 and 2 new prop deice leads RA-C165013-0604 on right hand prop deice system
led new outer window p/n 1156 from Ip aero using ring ©/n 5311160 in crew entry door.
led new emergency hatch seal p/n R581559
led new bearings p/n $1004-15A in inboard flap linkage.
led new main gear tires p/n 301-043-006 with new tubes on both main gear wheels.
led new brake linings p/n 066-06600 on right main gear.
led new door seal p/n 9910408-1
ired left hand outboard nose bowl
alled overhauled lift detector p/n 186-14 s/n 679. Unit was overhauled by Safe Flight in White Plains, N'Y under cen# QAIR419K on wo# P10186 i
- led overhauled prop amp gauge p/n C662503-0101 s/n 162402. Unit overhauled by Air Parts of Lock Haven in Lock Haven, PA under certd QK1R429K
wo# 162402
' i overhauled De-lIce flow valve p/n 3D2352-01 s/n R1184. Unit overhauled by NMG Acrospace under certd HISR911M on wo# R104108.
-d Ram prop synchrophaser system with MC-1 govemnors see 337 dated with 12/2722016.
Meighed aircraft nose 6701bs, left 21061bs, right 20601bs, total wight 4836, moment 746856.02, c.g. 154.44
Complied with 91.207(d) ELT batt. Next due 09/2010
I"’ l-l Wiﬂlﬁ'ﬂmth miﬂ“ lﬂlﬂk on fire mlﬂgﬂim

L

L
,

¥

L

Beertify that this aircraft has been di e with Cessna 414A service manual and checklist and found to be in an airworthy

w4
L)

Kent Hersey 142460727, *—-‘}f 1212712016

I | |




F.A.R.43.9 |

| IRCRAFT TIME DESCRIPTION OF WORK PERFORMED AGENCY & CERTIFICATE NO.,
; cn?:JEE?rnN o INSERVICE OR APPROVED DATA USED = WHK PER FURMED;RETED TOSERV -_
Rapid Avionics, Inc.

Rapid City Regional
Rapid Cl SD 503 ==

" HOUR METER | TOTAL TIME | REGISTRATION
1373 N4680N

[ SERIAL NUMBER |
414A0070

" MAKE/MODEL
Q2817 CIESSHNAMI4A

Installed airspeed indicator in copilot’s panel, KNI520 CDI in center panel and relocated hobbs meter to pilot’s

pancl. Performed function/correlation checks. Updated weight and balance/equipment list. All ops good.
MAINTENANCE RELEASE:

The aircraft and/or component identified was in accordance with current federal aviation regulations and is approved

for return to service, Details on file at this agency on Work Order # 1646

— _CRS # 2R7R000C Rapid City, SD 57703

el
. SNy
4 o




- LeSSma 419A SUOULY DY 419AUVU /U
122.1 TTAF 10225.7 —

. & engine 10.2 12/172017 vicl
tﬁ engine 10.2
! -quied with annual inspection on aircraft in accordance with Cessna 414A service manual and checklist
plied with AD 200-01-16 para b. by visual inspection of exhaust. .
i -Mllod with AD 2004-25-16 R1
o led overhauled fuel valves p/n 9910201-1 s/n 0601 14 on Ih side and s/n 4903 on rh side —
| Jmstalled new crossfeed valves p/n 9910201-3 s/n AAI028 on Ih side and s/n AAL187 on rh side
stalled new fuel shutoff control cables p/n 9910245-6 on lh and rh side o
. Jmsualled new prop cable p/n 1220-25 on Ih side
. Jmstalled overhauled alternator drive coupling p/n 646655 s/n 110288 on |h engine. Unit overhauled by Eaton Thermal Products under o
. een #3ETR54C on wo# 110288
' alled new door scal p/n 9910408-1 e

~ 3ad propeller governor from left engine overhauled. Unit was overhauled by Maxwell Aircraft Services, Inc. under cert #UF2R211L on wo# 121894.
4 smiplied with 91.207(d) LLT baw. Next due 04/12/2018 S
- Lomplicd with 12 month weight check on fire extinguisher

. 1 centify that this aircrafl has heen inspected in accordance with Cessna 414A service manual and checklist and found to be in an airworthy
sondition
Josh Hartung 1A 2751095




LSS s mameas -

Hobbs 229.1 TTAF :?233:!97
I/h engine 561.5 5/15
r/h engine 561.5

-Complicd with annual inspection on aircraft in accordance with Cessna 414A service manual and checklist

-Complied with AD 200-01-16 para b. by visual inspection of exhaust,

-Complicd with AD 2004-25-16 R1 _ _ :

-Removed left hand propeller governor DCFS290D9F/T# s/n 040132 and sent to Rocky Mountain Propeller for ASB2738 inspection,
Certt? FR6RS45N woff 19-47890

-Installed overhauled starter p/n 646275-1, s/n H-K 110526 on left hand engine. Overhaul accomplished by Kelly Acrospace in
Montgomery. AL under cert¥ UT2R2261. on wo# M627110

~Installed overhauled starter adapter p/n 642085A2 s/n CAM18-244 on left hand engine. Unit overhauled by Canadian Acro Manufacturing
under cert #384-9] on wo#f 18-244

-Installed new alterator p/n ALV-9610 s/n H-S091525 on left hand engine.
-Installed new LGT INDICATOR IP/N 46160 S/N 268797-268798

~Instalicd overhauled fuel flow indicator p/n C6620200101RX s/n 95393. Unit overhauled by Aero-Mach Labs under cort¥ NU2R044L, on wol 04833
-Installed overhauled attitude gyro p/n S000F=3/C661055-0102, s/n 28284F. Unit overhauled by MidContinent in Van Nuys. CA under |
certh OI2DO61L . wo# 000353671

-Hydro tested oxygen bottlc, and had oxygen regulator p/n 801366-16 s/n 1938 overhauled by C&lI. Aero in Redding. CA under
cert # LOJR785Y on wo# 011006

-ITydro tested emergency blow down nitrogen bottle,

| certify that

this aircraft has been inspected in accordance with Cessna 414A service manual and checklist and found to be in an airworthy
condition

%
Josh lartung A 2751095 M‘V} 5/15/2019




" Vh engine 572.5 05/01/2020

| Complied with annual inspection on aircraft in accordance with Cessna 414A service manual and checklist
. “Complicd with AD 200-01-16 para b, ¢. and ¢. by inspection of exhaust

Lomplied with AD 2004-25-16 R1 inspected fuel valve

-Complied with 2004-21-05 inspected heater

I certify that this aircraft has been inspected in accordance with Cessna 414A service manual and checklist and found to be in an airworthy

condition _ (ﬁ/
Josh Hartung LA 2751095 ‘:"Z! &7"’?




Cessna 414A 4680N SN 414A0070

Hobbs 240. TTAF 10343.7
I/h engine 572.5 05/01/2020
r/h engine 572.5

-Complied with annual inspection on aircraft in accordance with Cessna 414A service manual and checklist
-Complied with AD 200-01-16 para b, ¢, and ¢. by inspection of exhaust.

-Complied with AD 2004-25-16 R1 inspected fuel valve

-Complied with 2004-21-05 inspected heater

| certify that this aircrafl has been inspected in accordance with Cessna 414A service manual and checklist and found to be in an airworthy

condition ; t '
Josh Hartung [A 2751095 'f@ ML? 05/01/2020

N
s | A hut]

Cessna 414A S/N 41440070
Hobbs 2.41'.3 TTAF 10350.9
'h engine 579.7 04/23/2021
r/h engine 579.7

-Complied with annual inspection items on aircraft in accordance with Cessna 414A service manual and checklist
-Complied with AD 2000-01-16 para b, ¢, and e. by inspection of exhaust.

-Repaired right hand outhoard cowling hinge

-Adjusted right hand alternate air push pull actuation.

I certify that this aircraft has been inspected in accordance with Cessna 414A service manual and checklist and found to be in an airworthy
condition

Josh Hartung 1A 2751095 04/23/2021

= il |



INSPECTION RECOR
F.A.R. 43.11-91,409

AIRCRAFT TIME ’ ;o TION - STATUS & DISCREPAR Foe
= DATE |N SERVICE SIGRATURT — CPRY. NO. OF PERSON APPROVING OR Diss s apic) LIST
_——— —"ING AIRCRAFT FoR service

(4] "

[REG # N4680N DATE | 5013031 '
opEL | Cesnadld |
By 414A-0070 | HOBBS | 2763

|-

SERIAL #
il -
AV TI 10380.4

= LOGBOOK INSERT CYCLES

1. Complied with A.-D: 2000-01-16 para. B by visual inspection of the LURt exhaust systems. Due each $0-hrs/
30-days whichever 1s later. Next due at AFTT: 10430.4 (Hobbs 326.8) or 10/1/2021 whichever is later.

C—
o=
T
7
—
-__'_"‘j__ g - ; ‘ :
2. Removed the following engine primary instruments:
—1}.- a) Tachometer P/N C668016-0101 S/N 1061
—{
T
I

b) Lt oil psi/temp/CHT indicator P/N C662019-0101 S/N A8960
¢) Rt oil psi/temp/CHT indicator P/N C662019-0101 S/N B5243
d) Fuel Quantity indicator P/N 9910232-10 S/N 0321

e) Manifold psi indicator P/N C662026-0113 S/N 111476

f) EGT indicator P/N 46160 S/N 268798

g) Fuel flow indicator P/N C662020-0101 S/N 95393
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