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Repair Facility. (See back pages for other specific entries.)

A~

16278 Airport Road
Brainerd, MN 56401
218) 829-3398

Date: 3/08/2021: Aircraft: N5659L; Type: Fixed Wing; S/N: 25-0762; Hobbs: 1410.10; Tach:; Total Time:
Shop Order #: SO-21-1499

Removed and replaced NLG tire and tube. Installed Airhawk P/N AB3D4 500-5 6 ply tire and Leak-Guard tube P/N GL-5067B.
Serviced Tire pressure to 50 PSI. Op check good. No leaks noted.

The aircraft. aiframe. aircraft engine, propeller, or appliance identitied above was repaired and inspected in accordance with current

Requlations of the Federal Aviation Administration and is approved for return to seryice. Pertinent details of the repair are on file at this
‘acility under the shop order above.

Technician's Name &k%»?%ﬁ/r-,mais \\ \\\\EF

NorthPoint Aviation S 6DVR982C i
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N5659L Total Time:3063.7 Prop Time:805 Tach:1455

Jacked aircraft, greased gear, checked brakes, checked retraction and emergency
extension. Checked electrical system and battery. Checked all controls and oiled
as needed. Removed all inspection piates and checked structure. Checked cockpit
belts, lights and insturment operation. Functionally checked emergency locator
transmitter per FAR 91.207 para. d. tattery cue: 06/2022. FAR 91.411 due
08/2022 91.413 due 08/2022.

Complied with AD 76-07-12 Bendix ignition switch checks ok. Complied with AD
84-26-02 paper induction air filter by installing new Donaldson engine induction air
filter due next @ 1955 hobbs. Complied with AD 85-24-03 fuel tank cap gasket by
replacing with new fuel cap gaskets. replaced seal in TKS system as required leak
check goed. Removed and replaced oxygen bottle and regulator with overhauled
units from aerospace turbines rotables H21507-05 S/N ALT372-8495 and regulator
S/N 568 serviced oxygen system leak check good. Replaced #3jpi EGT probe.
Installed new Whelen strob/Nav LED lights on wings and tail see 337 this date.
Repiaced broken static wick as required. removed and replaced exhaust system
with overhauled exhaust from Aerospace Welding except for turbo and turbo inlet
transition assy. Replaced turbo inlet transistion with servicable unit. Replaced
compass card.

I certify that this Aircraft has been inspected in accordance with an 100hr.
inspection and was determin axv.wm in an airwortny condition.

Weal Forst A&P3181961 \G&M (/~— 08/14/2021.

I certify that this Aircraft has been inspectecd in accordance with an Annual.
inspection and was determi to be in an airworthy condition.

Terry Detjen IA2666897 i B L14L209 1 Nwm\vmﬁﬁ%& v
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16278 Airport Road
e Brainerd, MN 56401
218-829-3398
e Logbook Entrv N3639L.

[ certifv that the transponder. altimeter. static svstem. and altitude reporter tests required by
FARSOI.411.91 413 and 91.217 have been performed and found to be within the limits ot
FAR Part 43 appendices E & F.

Primarnv Altimeter:  3033P-P23 Senal #: 13346

Transponder Model: GTX-335 Seral #: 3SEE021893

Encoder: 5035P-P23 Senal #: 13346

Svstem tested to: 30,000
The aircraft. airframe. aircraft engine. propeller. or appliance identitied above was repaired
and mgpected in accordance with current  Regulations of the Federal Aviation
Administration and is approved fpr return to service. Pertinent details of the repair are on
file at this repaif station undg

Date 03/06/2022

NorthPoint Aviation C.R.S. 6DVRY982C
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Myers Aviation, Inc. - 545 Aviation Rd - Oshkosh, WI 54902 - 920-231-9772

N5659L __MOONEY AIRCRAFT CORP., M20K, S/N: 25-0762 February 21, 2024
HOBBS: 1522.3 AFTT 1 3i3).0

1.

©ON oA WN

9.
10.

11.
12

Annual inspection completed in conjunction with repairs to the right wing per FAR 43 appendix D this time and date See
FAA 337 this date for details. Inspected and lubed all control surface cables, pulleys, bellcranks and hinges. Serviced air-
craft tires and checked brakes. Drained sumps and cleaned fuel strainer bowl. Jacked aircraft and performed landing gear
extension/retraction and emergency extension. Replaced ELT battery with new and ops checked ELT per FAR91.207,
battery next due 2/2026. Complied with AD76-07-12 bendix ignition switch. ADs checked and C/W through 2/21/2024.

Cleaned corrosion from front gussets on engine mount and repainted cleaned areas.

Repaired LH exhaust heat muff.

Cleaned lower cowling and glued heat shield material in place.

Replaced LH and RH brake discs with new APS164-02000 discs.

Replaced LH and RH main gear tires and tubes with new GoodYear Flight Special Il p/n:606C61B1 tires and LeakGuard

tubes.
Replaced nose wheel bearings and races with new bearings P/N 08125-20629 and races P/N 08231-20629.

Removed LH brake caliper, cleaned and honed piston bore and installed new MS28775-224 O-ring. Reassembled and

installed caliper and bled brakes.
Rigged landing gear IAW Mooney Service manual Chapter 32.

Cleaned and re-glued baggage door seal.

Removed and replaced LH and RH fuel cap O-rings with new p/n:MS29513-338.

| certify that this airframe has been inspected in accordance with an annual inspection and was determined to be in
airworthy condition.

Nathan Smith A&P/IA 3523790 \&&W\O w‘%@/
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