Gilmer Aviation LLC d
5/30/2019 =
N5659L
H.M. 1278.0
Annual inspection completed this date as per FAR 43 appendix D.
Jacked aircraft and packed bearings. Removed gascolator and cleaned
Installed new seals. Serviced battery. Installed new main tires and new—
brakes. Serviced hydraulic fluid. C/W FAR 91-207D ELT operation and
inspection. Battery due June 2000. Installed new instrument air filters
Installed new nose tire and tube. Greased gear. C/W Bendix AD 76-07-—
12 mag switch operational checked normal. Installed new fuel cap 0- ——
rings. | certify this aircraft has been inspected for an annual inspection___
and was determined to be in an airworthy condition this date.
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| roraL | current Weight and Balance Information

" Holder Aviation, Inc.
7300 Old Acton Road
Holder Moot AL 3500
Aviation CRS# 9HLR596B
Reg. No.: N5659L Tach/Hobbs: 12933
Model: M20K Serial No.: 25-0762

W.O.No.: 190064

Performed Transponder test I A W 14 CFR Part 43 appendix F to comply with 1
CFR 91.413. No defects noted. Bendix/King KT-76A Transponder P/N 066-
1062-00 S/N 36337.

The aircraft or appliance (s) identified above was maintained and inspected
in accordance with current F.A A, Regulations and was found to be
airworthy for return to service with respect to the work performed. Pertinent
details of the work are on file at this agency under the above referenced work
order number.

Date: 7/192019  Signature: /&f e
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Gilmer Aviation LLC

11/19/2019

N5659L

H.M. 1327.3

Jacked aircraft and adjusted main gear doors. Ran gear ops checked
normal.

Rickey Gilmer A&P 1955732
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—_— | 2 ey r of Technician or
DATS Gilmer Aviation LLC
5/7/2020
- N5659L 9743

— | —  H.M. 1368.1 Total time 1368%

Annual inspection completed this date as per FAR 43 appendix D.
Jacked aircraft and packed wheel bearings. Cleaned fuel strainer.
Serviced hydraulics. Checked gear pre-load. Ran gear. Battery sealed. —
= C/W FAR 91-207D ELT functioned checked normal. New battery date is
July 2022. C/W Bendix AD 76-07-12 mag switch operation checked
normal. | certify this aircraft has been inspected for an annual
inspection and was determined to be in an airworthy condition this
date. _
Rickey Gilmer A&P 1955732 |.A.
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wewd MK 36401 Authonzed Service Center
e LR

~kentryfor 16591

¥>ved exstirg trasponder. Installed new Garmin GTX-335 in left side radio stack per customer's

2 sl Inerfaced the existing encoding altimeter, audio system and GNS 430. Removed GNS-43C and
Vet serviceable3NS-430AW in vacated space. Ran new EG-400 coax and replaced GPS antenna
5435, Wied ysystem to the Sandel 3300 for vertical navigation from the WAAS GPS and performed
. nstalatbn wa performed following manufacture installation instructions and pertinent chapters of

- 31318 82B. Veight and balance was revised, logbook entry was made and FAA form 337 filed. Final

4 checked goodThe installed ADS-B out system has been shown to meet the equipment performance
rarements ¢ 14 FR 91 227

tevmll arramearerall engine. propeller. or appliance identified above was repaired and mspected in
hocanee withcunmat Reg

ulations of the Federal Aviation Administration and is approved for retum 1o service.
e detak ol terepair are on file at this repair station under

Order # . AV-2-100% Date: 08/20/2020

ined (e, —Nerthpoint Aviation CR.S. 6DVRIR2C




STAN

RIORTHRPOINT .
AMIATION QUQE..S.T
16278 Arport Road R
Bramerd. MN 56401 Authorized Service Ce
218-829-3398

[Loghook I'ntrv N3639L _ it

I certity that the transponder. altimeter. static svstem and altitude reporter lests m-ll!l“%d‘ o
FAR 39141 1.91.413 and 91.217 have been performed and found to be within the lnits ol
FAR 43 appendices E & |

Altimeter S033P-P23 Senal No: I}'_:'if!ﬁ ’
Transponder Model: GTX-333 Senial No. 3!_:[-1 121839
Fhcoder: 3035P-1223 Senal No. 13346

System tested to: 30,000 = -
The arreralt, aiffrane. aircrafl engme. propeller. or apphance identilied ah}n‘-.: Wits repeil
and mspected in accordunce with current  Regulations of  the I-‘mh:ral Aviation
Administration and is approved tor return 1o service. Pertinent details ot the repatr are on
file al this repair station under

Order # AV-20-1008 Date 8-20-2020

Signolg AT NorliPoint Aviation C.R.S 6DVRIS2C




RECORDING Description of Inspections, Tests, Repairs and Aiterations
— Entries must be endorsed with Name, Rating and Certificate Number of Techur
Repair Facility. (See back pages for other specific entries))
EG # N5659L DATE | 10/02/2¢
IODEL Mooney M20K ~ i
ERIAL # 25-0762 HOBBS | 1405.3

ACTT | 3014.0
h LOGBOOK INSERT ___ CYCLES

I. Removed ADF indicator P/N 066-3063-00 S/N 13331.

2. Relocated VOR CDI indicator to previous ADF indicator position.

3. Removed EDM-700 P/N EGT-701-4C S/N 6162. Installed EDM 830-4C S/N 43510. Installed comp
discharge temperature probe P/N Kit 1110, and installed wiring for compressor inlet temperature phired
in parallel with existing probe.

4. Work performed IAW JPI instrument installation instructions.
'@ Alrcraft and/or Component(s) identified above in the scope of this work order were repaired an
Spected in accordance with current applicable Federal Aviation Regulations and were determineg
i’m’ﬁﬂhv for return to service with respect to the work ormed.

ATE__ 101022020 SIGNED
Thomas W_: _’_Ihunslmm A/P 4768604481A

i S ———————————— e

= e T




