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N5659L Tach:1455  AFTT:3063.2 . TSMO:1455

Drained oil, cleaned screens, checked & cleaned spark plugs, checked
compressicns, checked fuel system, drained sumps, checked starter and
gererator, checked mags and timed properly, inspected propeller. Functionally

checked engine. Cylinder compression as follows:

#1:75/80 #2:67/80 #3:72/80 #4:68/80 #5:69/80 #6:70/80
Drained oil replaced filter with AA48108-2 and serviced with 8 quarts 20W50XC

phiilips oil. Repaired chaffing #3 JPI EGT probe wires and installeed new EGT
probe M-111. Removed and reinstalled overhauled exhaust system except turbo

and turbo inlet transtion. Replaced turbo transistion with servicable unit run up
leak check good. I certify that this Engire has been inspected in accordance with

m:HOOIW.Smnmngosm:aimmamﬂ:ﬂimnnocmim:mmﬂio_‘ﬂgno:a&o:.
Neal Forst 2%288&%\ <_— 08/14/2021.

I certify that this Engine has been inspected in accordance with an Annual
inspection and was determined to be in an airworthy condition.

Terry Detjen 1A2666897_(_ /% 08/14/2021. “Z## 2466 £5 7
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Aireraft Maintenance

Date: 1/12/2022; Aircraft: N5659L; Type: M20K; S/N: 25-0762; Hobbs: 1500.2

Northstar Aircraft Maintenance

5600 N Hwy 95, Bldg H100
Lake Havasu City, AZ 86404

Ph:(928) 764-1999

Shop Order #: HII-22-3274

This is a permanent part of the Engine Records. Pertinent details of the work performed are on file at this agency. The
following inspections, repairs or component part repairs or component part replacements were accomplished.

1. Drained oil, removed and cut oil filter. Inspected filter, no defects noted. Installed new CH48108-1 filter, serviced engine with
8 gts. AeroShell 15W50 oil and 1 gt. camgaurd. No leaks noted after ground run.

| certify this aircraft / component has been repaired and/or inspected in accordance with applicable Federal Aviation
Regulations and found to be in airworthy condition with respect to the work performed.
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gy N5659L HOBBS:1512 03/15/2022
S/N 25-0762

REMOVED VOLTAGE REGULATORS INSPECTED WIRING. REPAIRED AND

REPLACED WIRING AS REQUIRED. REPLACED TERMINAL END ON #2

ALTERNATOR. REINSTALLED VOLTAGE REGULATORS AND SET VOLTAGE AS

REQUIRED ON BOTH ALTERNATORS. RUN UP CHECKS
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wo: MA-12318 Engine - page 1 of 1
Myers Aviation, Inc. - 545 Aviation Rd - Oshkosh, WI 54902 - 920-231-9772 3

N5659L Continental, TSI0-360-MB4B, S/N: 279275 February 21, 2024 -

HOBBS: 1522.3 ETT: 1522.3

Annual inspection per FAR 43 appendix D completed this time and date. Drained oil and removed filter for inspection - OK.
Serviced engine with 8 quarts Aeroshell 15W50, Camguard, and new 48108 filter. Compression check: #1 69/80, #2 60/80, #3
64/80, #4 68/80, #5 66/80, #6 62/80 Removed spark plugs - cleaned, gapped, tested and reinstalled with new gaskets. Checked
magneto timing. Cleaned intake air filter. Removed cylinder #1 exhaust riser and replaced gaskets with new SA630365 gaskets.
Lubed wastegate with Mouse Milk. Inspected all accessories, systems and engine controls for condition, proper operation and
security. ADs C/W through 2/21/2024. Washed down engine and ground run to verify performance and to check for leaks. |
certify that this engine has been inspected in accordance with an annual inspection and was determined to be in airworthy

condition. i
Nathan Smith A&P/IA 3523790 &% \% % E
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