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| R.Bh éﬁ;ﬁ Installed reman engine TSIO-360-MB4B

PATE T 2 | m. lwm. SN 279275-R IAW STC SA3106S0. ops Check,
leak ck and flight ck good. IAW continental
Service and install manual.

oD 8250 SKYLANE WAY QJ\&WL

AP595096866

= 941-637-6770
41-637-9628 (FAX
NEE50L

0/25/96 Hobbs 1608.7

CW 100 hr insp IAW Mooney and Cont. service man.
All Comp above 70,Installed overhauled prop and
gov. by Palm Beach Prop.,Installed new vacume
pump and cooling kit,set up engine. Runup,leak
check and flight ck good.

oD 8250 SKYLANE WAY

PUNTA GORDA, FL 33982 B, Mn/landﬁ-—
,i_qti 43 INC. L

BROUGHT FORWARD # 9‘1'837'577{} DOH MHSSQI].U

05 ASP 595096866
TOTALS E L CLD l#ﬂ? HEII{FMI]

¢ 1 1P T LEE L L Lt arh |




ENGINE LUG

E?{:EL}?;; Tlh,:IERlH l TOTAL TIME LICEMNSE
. REPAIRS - ADJUSTMENTS SIGMNATURE NUMBER
tes. Min.| Total | Hes. [Min.| Torol | Hes. | Min,

;,-r-.

10/2/96 N5629L Hobbs 1608.7

Replaced Hokbs at 1608.7 with newv hobbs at
time 0000.0. Ops check good

oD 8250 SKYLANE WAY
PUNTA GORDA, FL 33982 chpé;wffﬂ
941-637-8770 Don Massolio

941-637-9628 (FAX) AP595096866




ENRRRRREE SN

TIME ON TIME IN = m— S
GROUND AR 4 TOTAL TIME '

REPAIRS - ADJUSTMEMTS
Hrs. [Min.| Total Hrs. |Min.| Total Hrs. !Min.l

West Star W
Aviation 4l N#: 5659L MFG: CONTINENTAL MODEL: TSIO-360-MB4B
S/N: 279275-R WO#l: 40420 DATE: éz-n3—95

WALKER FIELD TACH: 33.8 TTAF: 1642.5 TTE: 33.
GRAND JUNCTION, CO 81506 ~OMPONENT: ENGINE

f570) 243-7500
FAA CERTFED REPAIR STATION

WIDRTTA

Changed oil and filter. Serviced with 8 quarts Aeroshell mineral

valve cover. n _up l]eak checked OK.
Signature: AP $2.4S40157
West Star Aviation] Inc.

Grand Junction, CO
CRS No. WTXR173J

oil. Installed J'P'I}hﬁil temperature probe. Replaced #6 e
n

LICEMSE
SIGMATURE N ILINARER

xhaust
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TIME ON
GROUND AlR

TOTAL TIME

REPAIRS - ADJUSTMENTS

LICENSE

SIGNATURE NUMBER

Air | Hrs. [Min.| Total l Hrs. |Min.| Total Hrs. Mi“'l
Fri N#: 5659L MFG: CONTINENTAL MODEL: TSIO-360-MRBA4E
°_ g . A . | PR e = ouU=] -
| Aviation da S/N: 279275-R WO#1: 40497 DATE: 01-17-97
WALKER FIELD TACH: 52.5 TTAPF: 1661.2'TTE: 52.5
1 GRAND JUNCTION, CO 81506 COMPONENT: ENGINE
(970) 243-7500
FAA CERTIFIED REPAIR STATION
WTXR174)

Changed oil and filter. Serviced with 8 guarts Reroshell 15W50

0il and Champion CH48108 filter. Ran up and leak checked OK.
1

Signature: L LY #ﬂi‘k F?G'M"!3 M
West Star Aviation, -

C.
Grand Junction, CO
CRS No. WTXR173J
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R.P.M. GROUND AR

TIME ON TIME IM TOTAL TIME

REPAIRS - ADJUSTMENTS SIGNATURE

Gmundl Air I Hrs. IMin.[ Tutnl'l Hrs, ,Min.[ Total Hrs. {Min.,

West Star W
Aviation 7‘1 N#: 5659L MFG: CONTINENTAL MODEL: TSIO-360-MR4R

i i S/N: 279275-R WO#1l: 40651 DATE: 04-30-97
ALKER HOBBS: 105.5 TTAF: 1714.2 TTE: 105.5
GRAND JUNCTION,CO81508 cOMPONENT: ENGINE

(970) 243-7500
FAA CERTIFIED REPAIR STATION

WTXR1Ta)

Changed oil and filter. Servjced with 8 quarts Aeroshell 15W50
0oil and Ch48108 fi ter. Ram/up and leak checked OK.

Signature: 4 G (c. 20527998 253
West Star A?latiant:;dgff o
Grand Junction, COt

CRE No. WTXR173Jd

LICEMNSE
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IME ON
R.P.M. bl T 100 "MEW LICENSE
REPAIRS - A |
DS F - I ar. I L [u:- T T_ald I T !u'r_ [ Teinl [0 I W LI I PAIRS PICSTMEREES SIGNATURE RMUMBER
west Star W4

aviation 4a  N#: 5659L MFG: CONTINENTAL MODEL: TSIO-360-MB4B

= o
fa
S/N: 279275-R WO#1l: 40761 DATE: 08-12-97
WALKER FIELD TACH: 156.6 TTAF: 1765.3 TTE: 156.6

GRAND JUNCTION, CO 81506  COMPONENT : ENGINE
i) 283-7500

FaA CESTFED REPAIR STATION
WTXRIT

Changed oil and filter. Serviced with 8 quarts Aeroshell 15W50
oil and CH48108 filter. Cut oper old filter, OK. Ran up and leak

checked OK. ‘
Signature: rlt.{*/f/ S 27400
West Star Aviation, Inc. \
Grand Junction, CO

CRS No. WTXR173J
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REPAIRS - ADJUSTMENTS SIGNATURE

TIME ON I TIME IN ‘
GROUND AIR TOTAL TIME

| | N | | | | B

Ir'-'e:srtSatmr,,"z"II N#: 5659L MFG: CONTINENTAL MODEL: TSIO-360-MB4B
Aviation 4o S/N: 279275-R WO#1l: 40779 DATE: 09-02-97
TACH: 156.8 TTAF: 1765.5 TT: 156.8
WALKER FIELD COMPONENT: ENGINE

|
GRAND JUNCTION, CO 81506
(970) 243-7500
FAA CERTIFIED REPAIR STATION
WTXR174J
Completed annual. Took compression check: 1-75 2-73 3-75 4-74 5-
75 6-75. Removed, cleaned, gapped, tested, rotated and
reinstalled spark plugs. Washed down engine. ran up and leak

checked OK. I certify that this ENGINE has been inspected in
accordance with an ANNUAL inspection and was determined to be in
airworthy condition for return to service. Pertinent details of
the repair are on file at this repair station under work order

40779 dated 09-02-97. A gopy of this work order has been given
to the operator 2 32
.

Signature:
Nest Star Aviation, Inc. 67’
Grand Junction, CO

srouch. . ..CRS No. WTXR173J

TOTALS T |

LICENSE

j

TEELT TR
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West Star W7
Aﬁaﬁon i“ N#: 5659L MFG: MOONEY MODEL: M20K
S/N: 25-0762 WO#1l: 41002 DATE: 03-24-98
WALKER FIELD TACH: 215.4 TTAF: 1824.1 TTE: 1824.1 TSMOH: 215.4
GRAND JUNCTION, CO 81506 COMPONENT: ENGINE
(s70) 243-7500

FA CERTIFED REPAIR STATION
WTXRITA

Changed o0il and filter. Serviced with 8 guarts Aeroshell 15W50
nil.gInstalled new CH 48108 filter. Cut ngen old filter, no
contaminates. Ran up and leak checked good.

Pl 5206 STV .

Signature:
Fest Star A?i
Grand Junctio

CRS No. WTXR173J

LICENSE
NUMBER




TIME ON
GROUND

TIME IN
AlR

TOTAL TIME

Min.| Total

West Star W
Aviation 4.a¥

WALKER FIELD
GRAND JUNCTION, CO 81508
(970) 243-7500

FAA CERTIFIED REPAIR STATION
WTXR17T3

Signature

WEST STAR A

ARERRRRRNARAA

CRS No. WTXR173J

Min.

CONTINENTAL TSIO-360-MB4B WO # 52088

SN: 279275-R
TSN: 248.3

Grand Junction, CO 81506

DATE: 09-03-98

ENGINE ENTRY PG. 1

| BRGU'\J’I i ARSI MRS
TOTALS ‘ I

REPAIRS - ADJUSTMENTS

SIGNATURE

POSITION # SINGLE
MOONEY M20K

N 5659L

HOBBS: 248.3
TTAF: 1857.0

Completed annual inspection. Changed oil and filter. Serviced with 8 quarts Aeroshell oil. Installed new CH48108 filter.
Cut open old filter, normal indications. Performed compression check: 1-60 2-73 3-73 4-72 5-70 6-74. Removed, cleaned,
gapped, tested, rotated and reinstalled spark plugs. Removed fuel nozzles, cleaned, flow checked and reinstalled. Ran up
and leak checked QK. | certify that this aircraft has been inspected in accordance with an annual inspection and was
determined to be in airworthy condition for retum to service. Pertinent details are on file at this repair station under work
order number 52999, dated 09-03-98. A copy of this work order has been given to the operator,

LICENSE
NUMBER




TIME ON ‘ TIME IN '
| R.P.M. ‘ TOTAL TIME
ND
DATE [RE) AlR REPAIRS = ADJUSTMENTS SIGNATURE | LICENSE

Ground Air Hrs. |Min.| Total Hrs, |Min.| Total Hrs. Min. NUMBER

NSSS3L 4 WO #: 54742
SN WES T)*"’ STAR DATE: 2/18/99
TTAF

HOBBS: 291.0 AIRFRAME ENTRY PG. 1

Changed oil and filter. Aeroshell 15/50. Ground ran, leak checked OK.

The engine and/or component identified above was repaired and inspected in accordance with current Federal Regulations and is
approved for return to service. Pertinent details of the repair are on file at this repair station under work order 54742, dated 2/18/99. A

i il oot FAA CERTIFIED REPAIR STATION

copy of mi@prder has  given to the operator,
- 4 ﬁ )
S5 n s

WEST STAR AVIATION, INC. WTXR173J

796 Heritage Way
Grand Junction, CO 81506 (970) 243-7500
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DATE

NF: MNP = TR s =
Date: Q/249/9y

| S/N: 279275-R
WOS2: WO#3:

WO#1: 21334
| HOBBS: 333.7 TACH: TTAF: 1042 4
TSMOH:

TIE: 333.7 TR
CSN: CSMOH: Landings:

Component: ENGINE

LT

i

— - — —_—

Performed annual inspection per Mooney M20K and TCM maintenance manual. Drained oil
cut open and inspected oil filter. No metal found. Installed new oil filter p/n CH48108.
Serviced engine with 9qts of Aeroshell 15W50. Compression check as follows: #1 76/80, #2
72/80, #3 71/80, #4 79/80, #5 72/80, #5 75/80. Removed, cleaned, gapped,and rotated spark
plugs. Installed one new spark plug p/n RHM38E. Installed new induction air filter p/n 600417-
501 per AD 84-26-02. Installed new vacuum regulator filter p/n B3-5-1. C/W TCM SB 98-8 by
installing intake tubes p/n 655224-1and 655224-2 on #3 cylinder and p/n 655230-2 and
655230- 1 on #1 cylinder with kit p/n EQ6977. Ground ran and leak check ok.

The aircraft, airfframe, engine, propeller, or appliance identified on the work order was
repaired and inspected in accordance with current regulations of the Federal Aviation
Administration and is approved for return to service. Pertinent details are on file at this repair

statilcm under work order 21334 dated 9/29/99. W Pa.

-*

SIGNATURE | LICENSE
NUMBER

_.'___|_

BROUG HT FORWARD

TOTALS




ENGINE LOG

Signature_MW

Timberline Aviation LLC
2780 Landing View Lane
Grand Junction, Colorado
(800) 237-1810

CRS No. L5JR233H

E—— R e e e Y T

R | LICENSE
SIGNATU A
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TIME IN

AIR ' TOTAL TIME

REPAIRS - ADJUSTMENTS

LICENSE

A
SIGNATURE NUMBER

Min.| Total Hrs. Min. I
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~ TIME ON TIME IIN -L
R.P.M. TOTAL TIME r'E'*
DATE o Zediesl AR l REPAIRS - ADJUSTMENTS SIGNATURE "-ﬂﬁmﬁs
Ground Ad . |Min.| Total Hrs, |Min.| Total Hrs. Min.
ImE_IE_,ﬁ “ |otal TIITI'E - 'wﬁ@%ﬁ-‘m‘

D T G - : 2z v

Vs 7T inspection and
bd it t service )
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TIME ON

GROUND

TIME IN
AlR

TOTAL TIME
REPAIRS - ADJUSTMENTS

Min.

Total

Min.

Total

SIGNATURE

LICENSE
NUMBER

—

N5659L

Date: 9-7-2001
Performed annual inspection per Mooney Service Manual and FAR 43 Appendix D.
Drained oil inspect/replaced oil filter CH48108 and serviced with Aeroshell 15W50,

Cleaned gapped and rotated sparkplugs, Installed magnetos after 500 hr inspection by
CRS R0O4R476Y AD 96-12-07 C/W at this time, Replaced sparkplug leads to #6 bottom
and # 5 top, Compression: 1-72; 2-70; 3-71; 4-72; 5-69; 6-72. Re-torqued rocker covers.
C/W AD 2000-23-21 n/a by o/h date. I Certify this engine has been inspected IAW an

annual inspection and was determined to be in airworthy condition at this time and 1s
appmvecl for return to service. ._a?fmﬁ':—_ 5{{ ff . FOTCE G

Hobbs: 490.2 TSO:490.2 TTE: 490.2

/577 A

==

=




i TIMEON | TIMEIN ‘
- Rl crouno | AR FGTM o REPAIRS - ADJUSTMENTS SIGNATURE | (RS
Ground Adr
4/4 A A [ aspect [ e Slad € 7D

| OF SeRUked (LA

L 5":-) T - ih u_fl_\'-h__

| ' S076 -4 /=597 ZA
N5659L Date: 10-4-2002 Hobbs: 573.6 TSO: 573.6 TTE: 573.6
Performed annual inspection per Mooney Service Manual and FAR 43 Appendix D.
Cleaned gapped and rotated sparkplugs, Compression: 1-74; 2-72; 3-74; 4-68; 5-76; 6-70,
Reset magneto timing, Re-torqued rocker covers, Drained oil inspected/replaced filter

|

CH48108 and service with Aeroshell 15W50, I certify this engine has been inspected

[AW an annual inspection and is approved for ret

I=E i

urn to service.

GG d G ST A

|

TOTALS 1

_k_____J_____




TIME ON TIME IN AL TIME ‘ LICENSE
- R.P M. GROUND | AlR I i : REPAIRS - ADJUSTMENTS SIGNATURE NUMBER
Ground | Air l Hrs. |Min‘[ Total I Hrs. ]M?n. Total Hrs. | Miml — 8 N
N5659L Date: 9-16-2003 Hobbs: 640.7 TTE: 640.7

Performed annual inspection per Mooney Service Manual and FAR 43 Appendix D.

Cleaned, gapped and rotated sparkplugs, Compression /80: 1-70: 2-65; 3-73; 4-72; 5-74;

6-76, Cleaned fuel metering screen, C/W AD’s thru 2003-18, I certify this engine has

been inspected in accordance with an annual inspection and was determined to be in
airworthy condition at this time and is approved for return to service.

Ve _f/w NICA T EFE 1 59T
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I I  TIMENN | TIMAE INL F B I I

DAT

NN RRRR R

MAKE 1 CIN) MGDELMB SERIALNo/NNo. 277275 R
TotaL TIME I_- J_ TACH READING LD.ATE | 9 FeB 2y
| ENCINE DISASSEMBLED, (CLEANED , INSPECTED AND REPAIRED
f-}-*.n..- o

AS WECESsARY. Clu) ADT G8-19-02 [SvrcdipR PisTon
ENGINE TEST Cell RN OK THIS DATE . THISENCINE 1S
ﬂ!ﬁ’fi{ﬂﬂ?ﬁ‘)’ W TH RESPECT J¢ THE WORK PFRFURIMED A D
1S AppPRodE D FeR RETLEN T S JICE

PLEASE ENTER TOTAL ENGINE TIME ¢ $O.00

_

TELEDYNE MATTITUCK SERVICES, INE
FAA Repair Station T1 DHSDTY

W.0.No. JC87Y H.,__, ﬁ’l Authorized §gnatur

| J—

_—_ﬂ




DATE
Gro

e —
—_—

r

N i
+—]

BROUGHI F(

Reegles

Aircraft Service, Inc

Quality Service

Since 1946
GREELEY, CO
REFAIR STATION BX4R092M
(970) 353-9200
05-07-04 Tach 650.00 Hobbs 2260.1 N5659L sn 25-0762

Reinstalled Continental TSIO-360-MB sn 279275-R after repairs from Mattituck WO#
30894. Routed all lines, hoses, wiring, and control cables. Rigged, torqued, and saftied as
required. Reinstalled following accessories: Airborne vacuum pump pn 242CW-4 sn 64311,
alternator pn 649242 sn D-229601, propeller governor pn C290D3K/T20 sn 821205, turbo
charger pn 649151-1 sn 2FN26630, inner cooler pn 1025571 sn B96-2281-6. Installed tail
pipe pn 649004 sn AWI-69657 after repairs from Aerospace Welding WO# 69687. Replaced

CHT probe pn 5050. Serviced engine with Aeroshell 100 mineral oil. Pre-oiled, test run, and
checked for leaks. All systems, temperatures, RPM’s, and pressurcs normal.

TOTALS j I L i

LICEMSE
NUMBER

—

—




TIME ON TIME IN
R.P.M. TOTAL TIME LICEMSE
ROUND AlR -
DATE GROUND REPAIRS = ADJUSTMENTS SIGNATURE | - =00
Ground Adr Hrs. |Min.| Total Hrs. |Min.| Total Hrs. Min. !

This aircraft was repaired and inspected in accordance with current regulations of the Federal
Aviation Administration and is approved for return to service.

LIMITED TO THE WORK PERFORMED
Pertinent details on file at Beegles Aircraft Service, Inc., Greeley, CO.
Work Order # 9850 CRS BX4R092M

Signed_ S,  Cr—"ciie 2

-

RS

e e

TATAIC | | | | ]I ll / i



5 TIME ON TIME IN | TAL TIME LICENSE
| R.P.M. GROUND AIR = REPAIRS - ADJUSTMENTS SIGNATURE | i MgeR
DT Ground Air Hrs. [Min.| Total Hrs. |Min.| Totel Hrs. Min.
1S0: 42.4 TTE: 692.4

N5659L DATE: 10/1/04 TACH: 692.4

Performed an annual inspection on this engine in accordance with Mooney Service

Manual and FAR 43, Appendix D. Performed compression check @ 80 PSI: #1-79; #2-

78: #3-79; #4-79; #5-78; #6-78. Cleaned, gapped and rotated sparkplugs. Drained oil, cut

open old filter, no contaminants noted. Installed new filter, P/N CH48108, and serviced

I engine with eight quarts Aeroshell 15W50. Replaced all exhaust gaskets, P/N 630365 and
tightened alternator belt. Ran engine and leak-checked, ops check good. All A.D.s on this

engine have previously been complied with. [ certify this engine has been inspected in

accordance with an annual inspection and was found to be in an airworthy condition at

this time and is approved for return to service./ Qggﬁiﬂ L DG4G 1S 70 A

e ———




TIME ON
R.P.M. GE'DUN_D

Ground | Air | Hes. |Min-

LICENSE
NMUMBER

REPAIRS - ADJUSTMENTS SIGNATURE

DATE

Total

7%-7
N5659L Date: 10/15/2005 Tach: 746.7 TTE: 746.7 TSO: <&~ ‘f’
Performed an annual inspection on this engine in accordance with FAR 43, Appendix D,
and Mooney Service Manual. Performed compression test @80 PSI: #1-75; #2-78: #3-70;

#4-78; #5-70; #6-60. Cleaned, gapped and rotated spark plugs, Airworthiness Directives
current thru 2005-16. I certify this engine has been inspected in accordance with an
annual inspection and was found to be in an airworthy condition at this time and is
approved for return sewicew _Exw'z:g,ﬁff 2 SO/ FESS 772y

-I i
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BRUU T FOURYYARD
TOTALS




DATE

— ——— _-——#
R.P. M. i kg TOTAL TIME LICENSE
: REPAIRS = ADJUSTMENTS SIGNATURE NUMBER
Ground l Air Hrs. ¥ IMin.l Total I Hrs. ] Min.

8EI w5

N5659L Date: 9/15/2006 Tach: 818.8 TTE: 818.8 TSO: 1688

Performed an annual inspection on this engine in accordance with FAR 43, Appendix D

and Mooney Service Manual. Performed compression test @80 PSI: #1-73; #2-68: #3-75;

#4-62; #5-76; #6-70. Drained oil, cut open old filter, no contaminants found, installed

new filter P/N CH48108-1 and serviced engine with Aeroshell 15W50. Removed

Magneto’s for inspection, inspected, gapped points, reinstalled and timed to engine, ops

check good. Resealed #2 fuel nozzles, cleaned, gapped and rotated spark plugs, Replaced

rocker cover gaskets at #2, #4 #5 & #6. Airworthiness Directives current thru 2006-18. 1

certify this engine has been inspected in accordance with an annual inspection and was

found tu in an airworthy condition at th:s time and is approved for return service.
L SO E /57

i
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-

TIME ON TIME IN
R.P.M. ' ey . TOTAL TIME I
REPAIRS = ADJUSTMEMTS
Total

|Grc:num:i Adr l Hrs., |Min. Hrs. |Min.[ Total Hrs. ‘ Min. I &l =
e

N5659L Date: 1/11/2008 Tach: 861.5 TTE:861.5 TSO:23%
Performed an annual inspection on this engine in accordance with FAR 43, Appendix D.
replaced spark plugs P/N RHM38E, removed engine and sent out for I'ﬁpc':l.il‘ and

reinstalled, replaced filter P/AN CH48108-1 and serviced engine with Aeroshell 8OND.
performed run-up and leak test good. Airworthiness Directives current thru 2007-26. |

certify this engine has been inspected in accordance with an annual inspection and was
be in an airworthy condition at this umec and is approved lor return service.

found to : 1is
= Sy Cy SOTCH /s LA

,g'i:’,-:r.”:._

SIGHNATUREL

LICENSE
NUMBER

e

N5659L Date: 03/12/09 Tach: 893.7

(=] 4

[ T

Repaired #4 and #6 intakes and re-torqued upper deck lines, adjusted turbocharger bypass

TOTALS L | ] 1 || ! L
- ——s




: . | LICENSE
Grou  NS5659L Date: 08/01/09 Tach: 902.9 TTE: 902.9 TSO:902.9 NUMBER

Performed an annual inspection on this engine in accordance with FAR 43, Appendix D.  —t———
Performed compression test @80 PSI: #1-72: #2-72; #3-74: #4-72; #5-70; #6-72. |
Cleaned, gapped and rotated spark plugs. Drained oil, cut open old filter, no contaminants
found. installed new filter P/N CH48108-1 and serviced engine with Aeroshell 15W350,
Airworthiness Directives current thru 2009-14, [ certify this engine has been inspected 1n
accordance with an annual inspection and was found to be in an airworthy condition at
this time and is approved for rEturn service. %iﬁw/&t SN STTA

DATE

i 4 1 N | ] 1

N365YL Date: 08/11/10 Tach: 940.3 TTE:940.3  TSO: 940.3
Performed an annual inspcction on this engine in accordance with FAR 43. Appendix D.
Performed compression test (@80 PSI: #1-76: #2-76; #3-76; #4-76: #5-76: #6-76. Clcaned.
gapped and rotated spark plugs. Re-torqued all rocker box cover screws. re-torqued mixture
control rod end attach hardware. stop drilled baffle attach at #6 cvlinder, Complicd with A.D.
10-11-04 Hydraulic Valve Lifters. N/A by O/H date. T certify this engine has been inspected in

= » L . » W i -
BROUS aumm‘danc.; ‘Wltil all m‘mLml ll'l:':Pﬂ\'.llUl] r:un'] VYV AS ﬂ;uu\.[ Loy l_u.. 111 anl ;u ni:uﬂl_}- Lundltluu at this tinme

and is approved for return service. /% 5AR3726 /58 [
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N56591. Date: 09/16/11 Tach: 965.1 TTE:; 963.1 180: 963.1 LICENSE
Perfurmegl an annual inspection on this engine in accordance with FAR 43. Appendix D. Performed ILIMBES
— compression test @80 PSI: #1-72; #2-74: #3-76: #4-74: #5-68: #6-74. Cleaned. gapped and rotated
— spark plugs, drain oil, cut open old filter, no contaminants found, installed new filter P/N CH48108-1
— and serviced engine with Aeroshell 15W50, removed right magneto. inspected, replaced gasket,

— reinstalled and timed to engine, Complied with A.D. 11-13-03 Machining Debris in Turbocharger ——
— Cavities. N/A by vendor, I certify this engine has been inspected in accordance with an annual

— inspection and was found o be in an airworthy condition at this time and is approved for return
— service. ,}1’.& 5223 630G T/K p

i l l | | I I N
— Tttt I
_ N5659L Date: 06/27/12 Tach: 990.2 TTE: 990.2 TS0O: 990.2
— Performed an annual inspection on this engine in accordance with FAR 43, Appendix D. Performed
—— compression test @80 PSI: #1-72; #2-70; #3-74; #4-76; #5-70; #6-78. Cleaned, gapped and rotated
— spark plugs, repositioned oil stick guide, adjusted idle speed. drained oil. cut open old filter, no
— contaminants found, installed new filter P/N CH48108-1 and serviced engine with Aeroshell 15W50.
—— Complied with A.D. 11-26-07 Magneto Impulse Coupling Stop Pin, N/A by installation, A.D.
— 12-03-06 AFS Fuel Servo Diaphragm, N/A by vendor, [ certify this engine has been inspected in

! accordance with an annual inspection and was found to be in an airworthy condition at this time and 1g ===
f

— approved for return service. W S2A23263858.7H-




Performed a 100 Hour/Annual inspection on this engine in accordance with FAR 43, Appendix D. URe | LICENSE
Performed compression test @ 80 PSI: #1 - 68; #2 - 74; #3 - 70: #4 - 74: #5 - 70; #6 - 70, cleaned, NUMBER
gapped and rotated spark plugs. Removed and replaced mixture control rodend, P/N S1104-3 & re- ——t——

rigged. Complied with A.D. 12-24-09, turbine wheel head & shaft weld joint N/A by vendor.

Airworthiness Directives current thru 2013-10. 1 certify this engine has been inspected in accordance
with a 100-hour/Annual inspection and the scope and detail of FAR 43. Appendix D and was found to

be in an airworthy condition at this time and is approved for return to service.

A &P #2801782IA

Dana Brewer, Monument Aircraft Service

1048 R Road, Mack CO 81525

(970) 858-2041

| | |

: 4 :

'. | |
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Grand Junction, Co.

Performed an ANNUAL inspection of this Engine per Mooney M20K Maintenance Manual and if

) 72

accordance with FAR 43 Appendix D. performed compression test, all readings over & #a) 72, w2

#3) 70, #4) 72, #5) 72 and #6) 68 . Drained oil and removed ol filter. Cut filter amj iﬂﬁpﬂﬂtf‘.ﬂ for metal,
chell 15W-50 aNd IN3TAIIEY new Sressaon 2 au—-. i
' ] B

none found. Serviced engine with 7quarts of Aaro
ed anog rutated. Ropa irwadt

_ Checked magneto to engine timing, removed spark plugs, cleaned inspect
Digital Tachometer wiring, rerouted and secured Removed exces< matarial from landing/taxi light
mount at lower cowling and wrapped truss in chafe protection. Ground run/ops check of aircFatt guna, -
no leaks found. Checked Airworthin€ss Directives through 2014-18. _ |
with an annual inspection and was

Date:

- ate: 10/01/2014 N5659L Mooney M20K §/N:25-0762 Tach: 10356  TTAF: 2644.3

G Engine: TCM TSIO-360 MR (AR) €/N:2706375 R TEAH- 10T - | |

_ Propeller: McCauley 2A34C216-B S/N: 020815 rso: nrfp.- yTP: 385.6 | LICENDF

ine has been inspected in accordance

| certify that this eng
determined to be in airworthy condition. : - et 7,/ f i -

Tyler L. McClymond AP31062 371A .
|

'll-—*



DATE

Grand Junction, (0.
Date: 10/01/2014 N5659L Mooney M20K §/N: 25-0762 Tach: 1035.6 TTAF: 2644.3
Engine: TCM TSI0-360-MB (4B) S/N:279275-R TSO:10356
Propeller: McCauley 2A34C216-B S/N: 020815 TSO:N/A TIP: 385.6
Performed an ANNUAL inspection of this Engine per Mooney M20K Maintenance Manual and in

accordance with FAR 43 Appendix D. Performed compression test, all readings over 80: #1) 72, #2) 72,

#3) 70, #4) 72, #5) 72 and #6) 68 . Drained oil and removed oil filter. Cut filter and inspected for metal,

none found. Serviced engine with 7quarts of Aero shell 15W-50 and installed new CH48108-1 filter.
Checked magneto to engine timing, removed spark plugs, cleaned inspected and rotated. Repaired

Digital Tachometer wiring, rerouted and <acured. Removed excess material from landing/taxi light

mount at lower cowling and wrapped truss in chafe protection. Ground run/ops check of aircraft good,

no leaks found. Checked Airworthiness Directives through 2014-18.

| certify that this engine has been inspected in accordance with an annual inspection and was

determined to be in airworthy condition. ‘4(/
Tyler L. McClymond AP31062371A e X

LICENSE
MNUMBER

—_—

\E

Lo |

T

BROUGHI FORWARD

TOTALS




Grand Junction, Co.

S —
{

Performed an ANNUAL inspection of this Engine per Mooney M20K Maintenance Manual, Continental Motors Service Manual & in

McClymond Aviation, LLC -

“URE LICENSE
Date: 04/23/2016 NS5659L Mooney M20K S/N: 25-0762 Tach: 1046.1 TTAF: 2654.8 NUMBER
Engine: TCM TSIO-360-MB (4B) S/N: 279275-R TS0O: 1046.1
Propeller: McCauley 2A34C216-B S/N: 020815 TSO: N/A TTP: 396.1 |

: accordance with FAR 43 Appendix D. Performed compression test, all readings over 80: . Drained
! oil and removed oil filter. Cut filter and inspected for metal, none found. Serviced engine with Bqts of Aero shell 15W-50 and installed new

CH48108-1 filter. Removed spark plugs; cleaned inspected, rotated & torqued. Installed L/H magneto P/N: 10-500556-103,

S/N: E159610D & R/H magneto P/N: 10-500556-103, 5/N: F1496040 after Overhaul by Aircraft Magneto Service, set magneto to engine timing.
Adjusted engine idle RPM, idle mixture, adjusted high power manifold pressure setting & checked high rpm indication. Applied chafe protection

to engine truss, Ground run/ops check of aircraft good, no leaks found. Checked Airworthiness Directives through 2016-08,

e —

I certify that this engine has been inspected in accordance with an annual inspection and was determined to be in airworthy
— conditlon. W.0. # 2016-76

Tyler L. McClymond AP3106237I1A — / M‘@ . S
I |

; | L

Gilmer Aviation LLC | I
1/16/2018
N5659L l
H.M. 1181.4

Changed oil Aeroshell 15W50. Installed new oil filter AA48108.

Ground run and leak checked normal.

Rickey Gilmer A&P 1955732

YA




TIME ON TIME IN
GROUND AR

.| Total Hrs. |Min.| Totaol

TOTAL TIME LICENSE

REPAIRS - ADJUSTMENTS SIGNATURE NUMBER
#

Hrs. Min.

Gilmer Aviation LLC
7/9/2016
NS659L

H.M. 1086.1

Changed oil Aeroshell 15WS0. Installed new oil filter. Inspected good.
Serviced with Aeroshell 15W50. Ground run and leak checked normal.
Hich Gilmer&EP; 1955732




DATE

Hrs. IMin } Tassl I 5= |u.:..| Trtal kbs |u:-

Gilmer Aviation LLC

6/10/2017 N5659L TSIO 360MB s/n 279275R

H.M. 1151.8

Annual inspection completed this date as per FAR 43 appendix D.

Compression #1 68/80 #2 73/80 #3 74/80 #4 70/80 #5 79/80 #6 70/80.

Changed oil Aeroshell 15WO0. Installed new oil filter AA48108. Cut and

e el S

inspected normal. Installed new spark plugs. Checked timing. Cleaned

leads. Torque turbo clamp. Grounds run full power. | certify this
aircraft engine has been inspected for an annual inspection as per

FAR43 appendix D and was determined to be in an airworthy condition

this date. Rickey Gilmer A&P 1955732 |.A.

%4%/ ,M/fh

TIME ON ', TIME IN TOTAL TIME
‘ l LICENSE
GROUND _AIR | REPAIRS - ADJUSTMENTS SIGNATURE NUMBER

—u——ﬁ——-




GROUND l Tl-:ﬁl” ’ TOTAL TIME l

TBRYVVHIT TUR

=—

IOTALS

Gilmer Aviation LLC
4/20/2018
N5659I
H.M. 1184.2

Annual inspection completed this date as per FAR43 appendix D.
Checked timing. Changed oil Phillips 20w50 mineral oil. Changed oil

filter. Installed six new TCM cylinders part no. 658601A2BP s/n

16LAS64, 427, 637, 569, 584, 612. Installed new piston pins. Installed
new hoses and new exhaust gaskets. Engine ground run and leak
checked normal. Cleaned plugs. Cleaned leads. Torque cylinders from
both sides of through studs. | certify this aircraft engine has been
inspected for a 100 hour annual inspection and was determined to be

in an airworthy condition this date.

%wp 1955732 LA,

PFPAIRN « ANIISTMENTS

f [

SIGNATURE | “1CENSE
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TE LICENSE
DA DJUSTMENTS SIGNATURE NUMBER
Gilmer Aviation LLC
6/16/2018
NS659L
Hobbs 1197.4

Installed new vacuum pump 242CW-10 s/n 172300. Installed new
instrument air filters. Cut oil filter and inspected normal. Ground run
and leak checked normal,

Rickey Gilmer A&P 1955732

flog fatiee,

HH\H
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g F g Ny TRAAF bl THLA AL BE0

DATE GROUND AR TOTAL TIME

Ground | Air | Hoo M. Tosad | s [MEn.| Toaod T3 gy REPAIRS - ADJUSTMENTS SIGNATURE :ﬁfﬂg:
} I
r skell /40w« ﬂn—-.&ho.-df
" Gilmer Aviation LLC
2/9/2019
NS659L
H.M. 1262.4

Changed oil Aeroshell 100W. installed new oil filter AA4B108.
Ground run and leak checked normal.
Rickey Gilmer A&P 1955732
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LICENSE

DATE DJUSTMENTS SIGNATURE NUMBER
Gilmer Aviation LLC ErI% o AN - _\
2 b "l.pl'-.u.'.'hl-.-fl
5/30/2019 i —
N5659| SRR s vy F

H.M. 1278.0
Annual inspection completed this date as per FAR43 appendix D.

Checked timing. I. Changed oil filter. Compression #1 50/80 #2 76/80
#3 62/80 #3 62/80 #4 62/80 #5 68/80 #6 60/80. Installed new valve
cover gaskets. Engine ground run and leak checked normal. Cleaned
plugs. Cleaned leads. Torque cylinders from both sides of th rough
studs. | certify this aircraft engine has been inspected for a 100 hour
annual inspection and was determined to be in an airworthy condition_

— this date.

Rickey Gilmer AJP 1955732 | A
— ; l | I ;

BROUGHT FORWARD




